H A Portable Ground Fault Circuit Interrupter (GFCI)
=[] USA / Canada - Fehlerstromgerate, FI-Verlangerungen 5353 o1

An assortment of Portable GFCI cords including both 15 amp and 20 amp with or
exclusive Cord Lock™ to assure a secure connection as well as the traditional Locking
Connection is available. The line of GFCI's also include a 3-outlet power block connector
allowing the user to plug 3 power tools into one GFCI.

GFCl's provide personal hazard protection during temporary wiring. The GFCI cords
offer a fast acting circuit interrupter which senses even the smallest imbalance in a
circuit caused by possible current breakage.

Portable GFCI Cords....

* Meets NEC Article 305-6(a).

* Meets OSHA Regulation 29.

» UL for Class A GFCI cords with open neutral protection.
» Breaks circuits from 1/40 sec.

* Water resistant housing sealed by ultrasonic welding.
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Standard
Part Cord Carton
Number Size AMPS Cord Color Rating Qty. Lbs.

PORTABLE GFCI CORDS - 3 FT.

GFCI, Ground Fault Circuit Interrupter, is designed to comply with the
National Electric Code which requires GFCI protection at construction
sites to reduce shock hazard from ground faults where permanent
protection is not available. Available with Locking Connection, U-Ground
Connector or Cord Lock.

3-Outlet Power Block

32228 14/3 SJTW 15AMP GFCI ORG/BLK 15A 125V 1875W 6 7

Single with Cord Lock with Male Locking Connection

®E

Portable Ground Fault
Circuit Interrupter (GFCI)

32228

33959 12/3STW 20 AMP GFCI YELLOW 15A 125V 1875W 6 10

3-Outlet Power Block

33952 12/3STW 20 AMP GFCI YELLOW 15A 125V 1875W 6 10

Single with Cord Lock

33958 12/3STW 20 AMP GFCI YELLOW 15A 125V 1875W 6 10

Single with Male and Female Locking Connection

33957 12/3STW 20 AMP GFCI YELLOW 20A 125V 2500W 6 10
Standard

Part Cord Eai
Number Size Length Color Rating Qty. Lbs.

PRO-GRADE PORTABLE GFCI - SITW
For contractor and industrial users, weather resistant yellow jacket,
lifetime warranty.

34377 14/3 6' YELLOW 12 10

®

To learn more about B-I-A please visit us at our
WEB site: www.BiaGmbH.com
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