Portable Lighting and Work Lights
':'H ':"A USA / Canada - montierbare Leuchten und Handlampen 5356 o1
These portable lighting products are designed and manufactured to be durable,

efficient, and easy to use. The portable lights can be used in conjunction with many
of the previous extension cords.

Work lights are available with plastic or metal guards. Metal guards are for tough
applications. The cords are resistant to oil and grease and many chemicals. The
Tuf-Flexe metal guard work light can be used in temperatures ranging from sub-zero to
extremely hot (-50 °C to +105 °C).

Temporary light strings are used in various applications including construction,
marinas, carnivals, and lots. The temporary light strings have weatherproof sockets,
and important safety features for outdoor and indoor use. The cages, or guards, are
re-enterable for easy bulb replacement.

The Adjust-O-Clamp lamps can be used over surfaces up to 3-1/4" wide.
The Adjust-O-Clamp refers to the feature which holds the swivel clamp securely in any
position desired. Lamp is equipped with a vinyl SPT-2 cord and utilizes a "safe grip"

plug.

Work Lights
* Plastic Guard
* Metal Guard
* Fluorescent
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Portable Lighting and Work Lights
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Standard
Part Cord Carton Pp rta_ble
Number  Size Length Cord Color Rating Qty. Lbs. Lighting
WORK LIGHTS

Extra flexible cord resists oil, grease, and most chemicals. Heavy duty guard, with
shap-open cage for easy bulb replacement.
Maximum 75 watt bulb. For indoor use.

SJT, WORK LIGHTS WITH PLASTIC GUARD — 2 WIRE c@us
On/Off switch, no outlet, max. 75 watt bulb, NEMA 1-15.

02710 18/2 20' ORANGE 75W 125V 10 15

SJT, PLASTIC GUARD WORK LIGHT
Snap open cage wand, side outlet (Max. 75 watt bulb not included.) For
indoor use. UL listed with Cord Reels only. NEMA 5-15.

01935 16/3 1' ORANGE 13A 125V 1625W 10 7
02710

SJT, WORK LIGHTS WITH PLASTIC GUARD — 3 WIRE c@us
On/Off switch, side outlet, max. 75 watt bulb, NEMA 5-15.

02713 16/3 20' ORANGE 13A 125V 1625W 8 19
SJT, WORK LIGHTS WITH METAL GUARD—3 WIRE c@us
On/Off switch, side outlet, max. 75 watt bulb, U-Ground NEMA 5-15.

01940* 16/3 1 ORANGE 13A 125V 1625W 10 14

02708 16/3 25' ORANGE 13A 125V 1625W 8 19

02717 16/3 20" ORANGE 13A 125V 1625W 8 17

02718 16/3 50' ORANGE 13A 125V 1625W 6 19

*UL listed for use with Cord Reels only.

SJEOW/SJTOW, TUF-FLEX® WORK LIGHT WITH METAL GUARD—3 WIRE
Premium quality with on/off switch, side outlet, max. 75 watt bulb, for indoor use,
U-Ground NEMA 5-15.

02724 16/3 20 YELLOW 13A 125V 1625W 8 15

PRO-GRADE COMPACT FLUORESCENT WORK LIGHT - SJTW c@us
For contractor and industrial users, transformer and outlet in

the handle, super durable construction, vertical and horizontal mounting

hooks, lifetime warranty. For indoor use.

34376 16/3 6' YELLOW — 24 52

SJT, Fluorescent Work Light (15 watt fluorescent bulb included). Gives cool,

- ) . Ny £
energy-efficient light. Multi-position hanger hook, easy push button on-off starter ’:‘
switch, shatter resistant outer housing, 2-conductor plug and ballast. Polarized
NEMA 1-15. Replacement bulb FIST 8/CW. Patent number 4,262,327. A
01945*  18/2 1 YELLOW 0.1 125V 15W 12 24 ,’ 01945
*Non UL, but manufactured to industry standards. #
B-I-A Vertriebs GmbH  Telefon (06151) 8786-0 Internet Homepage: Weitere Typen auf Anfrage.  Further items on request. 19.06.2001
Lagerstr. 1 Fax +49-6151-8786-22 http://www.BiaGmbH.com Anderungen vorbehalten.  Dimensions mm. Subject
D-64331 Weiterstadt Katalog (06151) 8786-49 Email: info@BiaGmbH.com Abmessungen in mm. to change without notice. 0106(:821



Portable Lighting and Work Lights
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Standard
Part Cord Carton
Number Size Description Length Qty. Lbs.

LIGHT STRINGS

Flexible, heavy duty, all vinyl outdoor light strings with molded-on weather
resistant lamp sockets and non-metallic guards, plugs, and connectors.
Sockets spaced on 10-foot centers, 150 watts rated for each lamp socket.
For applications which require temporary lighting such as construction,
amusement, marina, car lots. Locking Connection NEMA L5-20, U-Ground
NEMA 5-15.

SJTW — 300 VOLTS

®

35389 14/2 Polarized Plug 50'/5 lights Plast. Grd 1 8
35390 14/2 Polarized Plug 100'/10 lights Plast. Grd 1 15
35391 12/3 Locking Connection 505 lights Plast. Grd 1 11
35392 12/3 Locking Connection 100710 lights Plast. Grd 1 21
35393 12/3 U-Ground 50'/5 lights Plast. Grd 1 11
35394 12/3 U-Ground 100'/10 lights Plast. Grd 1 21
STW — 600 VOLTS G@US
35559 12/3 U-Ground 50'/5 lights Metal Grd 1 15
35560 12/3 U-Ground 100'/10 lights Metal Grd 1 29
02660 12/3 Locking Connection  50'/5 lights Plast. Grd 1 14
02661 12/3 Locking Connection 100'/10 lights Plast. Grd 1 28
02665 12/3 U-Ground 50'/5 lights Plast. Grd 1 15
02666 12/3 U-Ground 100'/10 lights Plast. Grd 1 29

Portable

Lighting

02660

ECONOMY LIGHT STRINGS, NON-UL

10 weather and heat resistant sockets spaced on 10-ft. centers. Durable lamp
guards attached to sockets. Socket rated 200 watts. Hangers accommodate
messenger wire or hooks to prevent strain.

2-Conductor twisted, low cost reliability.
02680*

100" - 10 Sockets 1 9

*Non UL but manufactured to acceptable industry standard.

Standard
Part Description Maximum Carton
Number Watts Qty. Lbs.
LIGHT STRING REPLACEMENT GUARD
Fits above Temporary Light Strings (Sockets not included). w
" I i
i - -
02691* Plastic Guard - Yellow 150W 20 7 [
02692* Vinyl-Coated Metal - Black 150w 20 10 |
" -.L Y T
*Non UL but manufactured to acceptable industry standard. |
02691
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Portable Lighting and Work Lights
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Standard
Part Cord Carton Portable

Number  Size Length Cord Color Rating Qty.  Lbs. Lighting

CLAMP LAMPS

Clamp lamps are designed and manufactured to provide maximum usage
and convenience. They feature a polarized "safe grip," swivel action
Adjust-O-Clamp, phenolic push-through switch socket and a portable base
covering on spring clamp. All clamp surfaces to 3-1/4". Three conductor
lamps meet OSHA requirements.

SPT-2, CLAMP LAMP
Without reflector, NEMA 1-15. 02751

02751*  18/2 6' BLACK 100W 5/50 29 ,»E:;,E‘
*Non UL, but manufactured to acceptable industry standards.

SPT-2, PORCELAIN SOCKET CLAMP LAMP
Without protective guard. Polarized NEMA 1-15.

02752*  18/2 6' BLACK 250w 5/50 42
*Non UL, but manufactured to acceptable industry standards.

SPT-2, PORCELAIN SOCKET CLAMP LAMP c@“s ) ¥« B
Steel protective guard. NEMA 1-15.

02753  18/2 6' BLACK 250W 6 7 02753
.{'F]"
L
SPT-2, UTILITY CLAMP LAMP @
With 5 1/2" aluminum shade. NEMA 5-15. ¢ us

02754 18/2 6' BLACK 100W 6 5

With 8 1/2" aluminum shade. Polarized NEMA 1-15, U-Ground

A -'\
SPT-2, REFLECT-O-CLAMP LAMP “@“s (ﬁi L
NEMA 5-15. ":) 'E, N }

*
o
02756 18/2 6' BLACK 100W 6 4
02759 18/3 8 BLACK 100W 6 7
ey 02756
e
SPT-2, CLAMP LAMP c@us
With 10" aluminum shade. NEMA 1-15.
02760 18/2 6' BLACK 100w 6 4
SPT-2, LAMP SOCKET WITH 9 FT. CORD
Standard phenolic push-through switch socket. Polarized NEMA 1-15.
| h
02750*  18/2 9' BLACK 100W 10/100 31
02750
*Non UL, but manufactured to acceptable industry standards.
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