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Catalog No. Plug Countries Standards

8170-18M-BB YP-23 16A Continental Europe CEE 7/VII

8171-18M-BB YP-23 10A Continental Europe CEE 7/VII

3860-18M-BB YP-12 U.S.A., Canada NEMA 5-15P

8660-18M-BB YP-45 Italy CEI 23-16

8460-18M-BB YP-46 Switzerland SEV 1011

8560-18M-BB YP-60 United Kingdom, Ireland BS 1363

8561-18M-BB YP-61 UK, Saudi Arabia, HK, Singapore BS 1363/A

8860-18M-BB YP-26 Denmark AFSNIT 107-2-D1

8260-18M-BB YP-35 Australia, New Zealand AS / NZS 3112

8360-18M-BB YP-12 PSE Japan JIS C 8303

8760-18M-BB YP-80 South Africa, India SABS 164-1, IS 1293, BS 546

3-Conductor Laptop Power Supply Cords
with Power Plug and IEC 60320/C5 Connector

Laptop power cords are designed as replacement for

Dell, Compaq, IBM, and other laptop computers.

Power plug and cordage depends on country

specifi cation listed below. Female connector

is specifi ed in the IEC 60320 Standard sheet C5 and

is rated 2.5 Amps at 250 V AC, 2-pole 3-wire Grounding.
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