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Further items on request. Dimensions mm.

Subject to change without notice.

CEE Plugs
according to IEC 60309, EN 60309, VDE 0623

Plug

• splash-proof IP44

• screw terminals

• quick release locking system (turn2fi x)

All plugs are also available with nickel-plated contacts “V” (e.g. S31V10)

Voltage  110V AC 230V AC 400V AC 440V AC 500V AC >50-500V AC >50-500V AC

Frequency 50/60 Hz 50/60 Hz 50/60 Hz 50/60 Hz 50/60 Hz 100-300 Hz 301-500 Hz

Designation 4h 3p = 6h 3p = 9h 11h 7h 10h 2h

    4p/5p = 9h 4p/5p = 6h

 Amp. Poles

 16 3 S31S10 S31S20 S31S30  S31S50 S31S80 S31S90

 16 4 S41S10 S41S20 S41S30 S41S40 S41S50 S41S80 S41S90

 16 5 S51S10 S51S20 S51S30  S51S50 S51S80 S51S90

 32 3 S32S10 S32S20 S32S30  S32S50 S32S80 S32S90

 32 4 S42S10 S42S20 S42S30 S42S40 S42S50 S42S80 S42S90

 32 5 S52S10 S52S20 S52S30  S52S50 S52S80 S52S90

To learn more about B-I-A please visit us at our

WEB site: www.BiaGmbH.com
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Further items on request. Dimensions mm.

Subject to change without notice.

CEE Plugs
according to IEC 60309, EN 60309, VDE 0623

Plug

• splash-proof IP44

• screwless connection technology (plug2power)

• quick release locking system (turn2fi x)

All plugs are also available with nickel-plated contacts “V” (e.g. S31VL10)

Voltage  110V AC 230V AC 400V AC 440V AC 500V AC >50-500V AC >50-500V AC

Frequency 50/60 Hz 50/60 Hz 50/60 Hz 50/60 Hz 50/60 Hz 100-300 Hz 301-500 Hz

Designation 4h 3p = 6h 3p = 9h 11h 7h 10h 2h

    4p/5p = 9h 4p/5p = 6h

 Amp. Poles

 16 3 S31SL10 S31SL20 S31SL30  S31SL50 S31SL80 S31SL90

 16 4 S41SL10 S41SL20 S41SL30  S41SL50 S41SL80 S41SL90

 16 5 S51SL10 S51SL20 S51SL30  S51SL50 S51SL80 S51SL90

 32 3 S32SL10 S32SL20 S32SL30  S32SL50 S32SL80 S32SL90

 32 4 S42SL10 S42SL20 S42SL30  S42SL50 S42SL80 S42SL90

 32 5 S52SL10 S52SL20 S52SL30  S52SL50 S52SL80 S52SL90

To learn more about B-I-A please visit us at our

WEB site: www.BiaGmbH.com
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Further items on request. Dimensions mm.

Subject to change without notice.

CEE Plugs
according to IEC 60309, EN 60309, VDE 0623

Plug

• watertight IP67

• screw terminals

• quick release locking system (turn2fi x)

All plugs are also available with nickel-plated contacts “V” (e.g. S31V15)

Voltage  110V AC 230V AC 400V AC 440V AC 500V AC >50-500V AC >50-500V AC

Frequency 50/60 Hz 50/60 Hz 50/60 Hz 50/60 Hz 50/60 Hz 100-300 Hz 301-500 Hz

Designation 4h 3p = 6h 3p = 9h 11h 7h 10h 2h

    4p/5p = 9h 4p/5p = 6h

 Amp. Poles

 16 3 S31S15 S31S25 S31S35  S31S55 S31S85 S31S95

 16 4 S41S15 S41S25 S41S35 S41S45 S41S55 S41S85 S41S95

 16 5 S51S15 S51S25 S51S35  S51S55 S51S85 S51S95

 32 3 S32S15 S32S25 S32S35  S32S55 S32S85 S32S95

 32 4 S42S15 S42S25 S42S35 S42S45 S42S55 S42S85 S42S95

 32 5 S52S15 S52S25 S52S35  S52S55 S52S85 S52S95

To learn more about B-I-A please visit us at our

WEB site: www.BiaGmbH.com
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B-I-A Vertriebs GmbH / Germany

Email: info@biagmbh.com
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Further items on request. Dimensions mm.

Subject to change without notice.

CEE Plugs
according to IEC 60309, EN 60309, VDE 0623

Plug

• watertight IP67

• screwless connection technology (plug2power)

• quick release locking system (turn2fi x)

All plugs are also available with nickel-plated contacts “V” (e.g. S31VL15)

Voltage  110V AC 230V AC 400V AC 440V AC 500V AC >50-500V AC >50-500V AC

Frequency 50/60 Hz 50/60 Hz 50/60 Hz 50/60 Hz 50/60 Hz 100-300 Hz 301-500 Hz

Designation 4h 3p = 6h 3p = 9h 11h 7h 10h 2h

    4p/5p = 9h 4p/5p = 6h

 Amp. Poles

 16 3 S31SL15 S31SL25 S31SL35  S31SL55 S31SL85 S31SL95

 16 4 S41SL15 S41SL25 S41SL35  S41SL55 S41SL85 S41SL95

 16 5 S51SL15 S51SL25 S51SL35  S51SL55 S51SL85 S51SL95

 32 3 S32SL15 S32SL25 S32SL35  S32SL55 S32SL85 S32SL95

 32 4 S42SL15 S42SL25 S42SL35  S42SL55 S42SL85 S42SL95

 32 5 S52SL15 S52SL25 S52SL35  S52SL55 S52SL85 S52SL95

To learn more about B-I-A please visit us at our

WEB site: www.BiaGmbH.com
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B-I-A Vertriebs GmbH / Germany

Email: info@biagmbh.com

www.biagmbh.com
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Further items on request. Dimensions mm.

Subject to change without notice.

CEE Plugs
according to IEC 60309, EN 60309, VDE 0623

Plug

• splash-proof IP44

• HighPower version

• nickel-plated contacts with pilot contact

• screw terminals

Voltage  110V AC 230V AC 400V AC 440V AC 500V AC >50-500V AC >50-500V AC

Frequency 50/60 Hz 50/60 Hz 50/60 Hz 50/60 Hz 50/60 Hz 100-300 Hz 301-500 Hz

Designation 4h 3p = 6h 3p = 9h 11h 7h 10h 2h

    4p/5p = 9h 4p/5p = 6h

 Amp. Poles

 63 3 S33S10 S33S20 S33S30  S33S50 S33S80 S33S90

 63 4 S43S10 S43S20 S43S30 S43S40 S43S50 S43S80 S43S90

 63 5 S53S10 S53S20 S53S30  S53S50 S53S80 S53S90

To learn more about B-I-A please visit us at our

WEB site: www.BiaGmbH.com



Created 24.11.2008

L1098

8921 06Product Information

B-I-A Vertriebs GmbH / Germany

Email: info@biagmbh.com

www.biagmbh.com
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Further items on request. Dimensions mm.

Subject to change without notice.

CEE Plugs
according to IEC 60309, EN 60309, VDE 0623

Plug

• watertight IP67

• HighPower version

• nickel-plated contacts with pilot contact

• screw terminals

Voltage  110V AC 230V AC 400V AC 440V AC 500V AC >50-500V AC >50-500V AC

Frequency 50/60 Hz 50/60 Hz 50/60 Hz 50/60 Hz 50/60 Hz 100-300 Hz 301-500 Hz

Designation 4h 3p = 6h 3p = 9h 11h 7h 10h 2h

    4p/5p = 9h 4p/5p = 6h

 Amp. Poles

 63 3 S33S15 S33S25 S33S35  S33S55 S33S85 S33S95

 63 4 S43S15 S43S25 S43S35 S43S45 S43S55 S43S85 S43S95

 63 5 S53S15 S53S25 S53S35  S53S55 S53S85 S53S95

To learn more about B-I-A please visit us at our

WEB site: www.BiaGmbH.com
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B-I-A Vertriebs GmbH / Germany

Email: info@biagmbh.com

www.biagmbh.com

www.biaonline.com

Further items on request. Dimensions mm.

Subject to change without notice.

CEE Plugs
according to IEC 60309, EN 60309, VDE 0623

Plug

• watertight IP67

• HighPower version

• nickel-plated contacts with pilot contact

• screw terminals

Voltage  110V AC 230V AC 400V AC 440V AC 500V AC >50-500V AC >50-500V AC

Frequency 50/60 Hz 50/60 Hz 50/60 Hz 50/60 Hz 50/60 Hz 100-300 Hz 301-500 Hz

Designation 4h 3p = 6h 3p = 9h 11h 7h 10h 2h

    4p/5p = 9h 4p/5p = 6h

 Amp. Poles

 125 3 S34S15 S34S25 S34S35  S34S55 S34S85 S34S95

 125 4 S44S15 S44S25 S44S35 S44S45 S44S55 S44S85 S44S95

 125 5 S54S15 S54S25 S54S35  S54S55 S54S85 S54S95

To learn more about B-I-A please visit us at our

WEB site: www.BiaGmbH.com
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B-I-A Vertriebs GmbH / Germany
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Further items on request. Dimensions mm.

Subject to change without notice.

CEE Angle Plugs
according to IEC 60309, EN 60309, VDE 0623

Angle Plug

• splash-proof IP44

• short entry sleeve at the side

• screw terminals

All plugs are also available with nickel-plated contacts “V” (e.g. S51V32)

Voltage  110V AC 230V AC 400V AC 440V AC 500V AC >50-500V AC >50-500V AC

Frequency 50/60 Hz 50/60 Hz 50/60 Hz 50/60 Hz 50/60 Hz 100-300 Hz 301-500 Hz

Designation 4h 3p = 6h 3p = 9h 11h 7h 10h 2h

    4p/5p = 9h 4p/5p = 6h

 Amp. Poles

 16 3       

 16 4       

 16 5   S51S32    

To learn more about B-I-A please visit us at our

WEB site: www.BiaGmbH.com
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B-I-A Vertriebs GmbH / Germany

Email: info@biagmbh.com

www.biagmbh.com

www.biaonline.com

Further items on request. Dimensions mm.

Subject to change without notice.

CEE Angle Plugs
according to IEC 60309, EN 60309, VDE 0623

Angle Plug

• splash-proof IP44

• screwless connection technology (plug2power)

• quick release locking system (turn2fi x)

All plugs are also available with nickel-plated contacts “V” (e.g. S31VL12)

Voltage  110V AC 230V AC 400V AC 440V AC 500V AC >50-500V AC >50-500V AC

Frequency 50/60 Hz 50/60 Hz 50/60 Hz 50/60 Hz 50/60 Hz 100-300 Hz 301-500 Hz

Designation 4h 3p = 6h 3p = 9h 11h 7h 10h 2h

    4p/5p = 9h 4p/5p = 6h

 Amp. Poles

 16 3 S31SL12 S31SL22 S31SL32  S31SL52 S31SL82 S31SL92

 16 4 S41SL12 S41SL22 S41SL32  S41SL52 S41SL82 S41SL92

 16 5 

To learn more about B-I-A please visit us at our

WEB site: www.BiaGmbH.com
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B-I-A Vertriebs GmbH / Germany

Email: info@biagmbh.com
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Further items on request. Dimensions mm.

Subject to change without notice.

CEE Angle Plugs
according to IEC 60309, EN 60309, VDE 0623

Angle Plug

• watertight IP67

• screwless connection technology (plug2power)

• quick release locking system (turn2fi x)

All plugs are also available with nickel-plated contacts “V” (e.g. S31VL17)

Voltage  110V AC 230V AC 400V AC 440V AC 500V AC >50-500V AC >50-500V AC

Frequency 50/60 Hz 50/60 Hz 50/60 Hz 50/60 Hz 50/60 Hz 100-300 Hz 301-500 Hz

Designation 4h 3p = 6h 3p = 9h 11h 7h 10h 2h

    4p/5p = 9h 4p/5p = 6h

 Amp. Poles

 16 3 S31SL17 S31SL27 S31SL37  S31SL57 S31SL87 S31SL97

 16 4 S41SL17 S41SL27 S41SL37  S41SL57 S41SL87 S41SL97

 16 5 

To learn more about B-I-A please visit us at our

WEB site: www.BiaGmbH.com


