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Description

Perilex Power Supply Cord, H05VV-F 5G0.75mm², Light Grey
1st End: Light Grey Moulded Angle Perilex Plug 16A/400V
2nd End: Jacket Stripped 40mm, Conductors 6mm with Splices
Current Rating: 6.0 Amp
Cable Temp. Range: -15°C to +70°C

Perilex Power Supply Cord, H07RN-F 5G1.50mm², Black
1st End: Black Moulded Rubber Angle Perilex Plug 16A/400V
2nd End: Jacket Stripped 100mm, Conductors 6mm with Splices
Current Rating: 16.0 Amp
Cable Temp. Range: -25°C to +60°C

Dim. A

2.0 m
3.0 m
4.0 m

1.5 m
2.0 m
3.0 m

Weight/ea

270 g
400 g
540 g

480 g
640 g
960 g

VPE/Pack

50 ea
50 ea
25 ea

25 ea
25 ea
25 ea

EDP-No.

120178
120726

PERILEX
Power Supply Cords

5-Poles Perilex
Connecting System

Line 1 Black/White
Line 2 Black
Line 3 Brown
Neutral Blue
Earth Yellow/Green

Dim. A

Das 5-polige Perilexsystem wird eingesetzt bei 400V AC Installationen wie 
elektrische Küchengeräte und Drehzahlschaltung für Wohnhaus-Ventila-
toren. Der angespritzte Perilex-Stecker (PP16A) wurde gemäss der IEC 
60884-1 Norm entworfen und getestet. Der angespritzte Stecker bietet 
wichtige Vorteile gegenüber der schraubbaren Ausführung:
• sichere Crimpkontakte
• kompakte Konstruktion
• integrierte Zugentlastung
• KEMA Zulassung für die komplette Anschlussleitung
• Einsparungen bei Installations- und Montagekosten

Produktspezifi kationen
Nennspannung: 400V AC / 230 V AC
Stromstärke: 16 Amp
Isolationswiderstand: > 10 M min Ohm
Zugfestigkeit: > 60 N
Isolationsmaterial: PVC
Kontaktmaterial: Kupfer/Nickel
Adern: Kupfer
Zulassung: KEMA-keur

Testspezifi kationen
Der Stecker ist 100% geprüft auf:
Hochspannung: 2 KV
Anschlüsse: polarisierte Adern

The 5-Poles PERILEX-System is used at 400V AC installations such as 
electric kitchen devices and speed control of home fans. The moulded 
PERILEX-Plug (PP16A) is designed and tested according IEC 60884-1. 
The moulded plug offers an essential advantage to the rewireable plug ver-
sion:
• safety crimp contacts
• compact construction
• integrated stain relief
• KEMA approval for the complete power supply cordset
• cost saving at the time of installation and assemblage

Product Specifi cations
Nominal Voltage: 400V AC / 230V AC
Rated Current: 16 Amp
Insulation Resistance: > 10 M min Ohm
Tensile Strength: > 60 N
Insulation Material: PVC
Contact Material: Copper/Nickel
Conductors: Copper
Approval: KEMA-keur

Test Specifi cations
The plug is tested 100% to:
High-Voltage: 2 KV
Terminals: polarized conductors


