BRIEA

Semi Conductor Fuse Holders, BD-Version & Covers

USA / Canada - industrielle Sicherungshalter

9554 o;

Semi Conductor Fuse Holder

Box Version - Specifications:

Insulator Base, General Purpose Phenolic,
150° C

Hex-Head Bolts and Belleville Washers
Provided Unassembled
Connector-Aluminum, Tin Plated

1MS101 has dove-tail interlocking feature
Two-piece modular design

UL 600V
Catalog#: Maximum Amperage: Wire Range:
1MS101 100 #2/0 - #14
1MS102 400 (2) 250 MCM - #6
1MS103 400 (2) 250 MCM - #6
1MS104 600 (2) 500 MCM - #6

Note: Order two blocks per fuse.
Request “Semi-Conductor Fuse Holders” Brochure for more information.
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Semi Conductor Fuse Holders, BD-Version & Covers
USA / Canada - industrielle Sicherungshalter
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Semi Conductor Fuse Holder - 1,000 Volt

Stud Version - Specifications:

Base, General Purpose Phenolic, 150° C
Stud, Steel Zinc Plated

Nuts and Washers Provided Unassembled
UL Recognized File No. E35113

ce
Catalog#: Maximum Amperage: Fuse Size:
ST 14 400 1” DIA
ST 38 800 3" DIA
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Note: Order two blocks per fuse.
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Semi Conductor Fuse Holders, BD-Version & Covers
DD DA USA / Canada - industrielle Sicherungshalter 9554 o
Fuse Holders with BD °
(Box Distribution) Connectors

30 and 60 Amp
250 and 600 Volt

Specifications:

Available on Class H, R, and J Holders
Connectors, High Conductive Aluminum, Tin Plated
Reinforcing Member Available, Standard on Class R
UL Recognized File No. E35113
CSA Certified File No. LR21455

Class H Fuse Holders (For Class R Replace F With R in Catalog Number)

Catalog #: Volts Amp Line Wire Range Load Wire Range
F60AXBD

250 60 (1) #2-#10 AWG (1) #2-#10 AWG
F60AXBD-D (1) #6-#14 AWG
(1) #6-#14 AWG

6F30AXBD-D 30 1) #6-#14 AWG
I () (2) #10-#18 AWG
6F60AXBD 600 (1) #2-#10 AWG
60 (1) #2410 AWG | 1) #EH14 AWG
6FB0AXBD-D (1) #2-#10 AWG
(2) #6-#14 AWG

Class J Fuse Holders

Catalog #: Volts Amp Line Wire Range Load Wire Range

6J60AXBD (1) ié-zg ﬁxg
600 60 (1) #2-#10 AWG (1)

6J60AXBD-D (1) #2-#10 AWG

(2) #6-#14 AWG

X - Denotes Number of Poles
* - Class R and J - No Agency

B-I-A Vertriebs GmbH / Germany www.BiaGmbH.com Further items on request. Dimensions mm. Created 21.01.2004
Email: info@BiaGmbH.com www.BiaOnline.com Subject to change without notice. L 1180



D A Semi Conductor Fuse Holders, BD-Version & Covers
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STSF Forklift/Semi Conductor Fuse Holder

Specifications:

Base, High Strength Thermoplastic
Temperature Rating of 170° C

Studs, Stainless Steel (Nuts and Washers Provided)
130V AC/DC, 1 to 400 Amps
UL Recognized File No. E35113

Applications:

This holder is found in direct current (DC) Applications: forklifts,

golf carts, custom high-end car stereo systems, heavy equipment,
marine aircraft, etc.
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A #10 flat or conventional pan head screw head is acceptable.
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D A Semi Conductor Fuse Holders, BD-Version & Covers
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Fuse Holder Covers °

Specifications:

Material, Thermoplastic

Thermal Rating, 125° C (RT1, per UL 746)
Flammability, VO (per UL 94)

UL Listed Accessories Under File No. E181825
In Application, Protection is Consistent With IEC Standard 529,
Designation IP2 (finger safe)*

Opening Allows View of Self-Indicating Fuses

Holes for Test Probes and Re-tightening of Wire Terminations
Covers Fit Most Fuse Holder Brands

Catalog#: For Use W/Fuse Holder#: Fuse Type: Voltage: Amp:

CHR230 F30A/R30A H/R 250 30
CHR260 FE0A/RG0A H/R 250 60
CHR2100 RF100A/R100A H/R 250 100
CHR630 6F30A/6R30A H/R 600 30
CHR660 6F60A/6R60A H/R 600 60
CHR6100 R6F100A/6R100A H/R 600 100

CJ630 6J30A J 600 30
CJ660 6J60A J 600 60
CC630 6CC30 CC 600 30
CC660 6CC60 CD 600 60
CCM630™* 6M30A/6CCM30A MISC 600 30

* Applications involving fuse holders other than product line L1180 may not provide IP2 finger protection.
** Covers are recognized if used with recognized fuses.
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D A Semi Conductor Fuse Holders, BD-Version & Covers
=)= USA / Canada - industrielle Sicherungshalter 9554 os

° Fuse Holder Covers
Catalog Name Figure A B C D E F
CHR230 Fig 1 3.76 1.67 0.86 2.54 0.40 0.30
CHR260 Fig 1 5.80 2.16 1.07 3.66 0.47 0.42
CHR2100 Fig 2 7.38 2.41 1.49 4.90 0.38 0.46
CHR630 Fig 1 7.56 1.71 1.10 5.58 0.47 0.42
CHR660 Fig 1 8.30 2.37 1.35 6.32 0.35 0.42
CHR6100 Fig 2 9.34 2.45 1.49 6.90 0.38 0.46
CJ630 Fig 1 4.30 1.95 0.90 2.66 0.35 0.30
CJ660 Fig 1 5.04 2.07 1.35 3.10 0.35 0.42
CC630 Fig 3 3.83 1.69 0.74 2.34 0.34 0.30
CC660 Fig 1 4.58 1.95 0.90 2.66 0.35 0.42
CCM630 Fig 3 3.83 1.69 0.74 2.34 0.34 0.30
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Class CC, G and Midget °
Fuse Holder Accessories
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DIN Rail Adapter (Catalog# DIN R-2)

This adapter is for use with the Class CC (30A), Midget and Class G fuse holders. The DIN R-2 snaps
securely to the fuse holders and to DIN rails without tools. This permits the holders to mount

directly to standard and low profile 35mm symmetrical and 32mm asymmetrical DIN rails. They may be
removed from rails by lifting the disconnect tab.

Cover/Puller (Catalog# CVR-MCC)

Cover/Puller was designed for use with the Class CC (30A), Midget and Class G (15 & 20 amp
only) fuse holders. Once installed, the Cover/Puller provides an easy and safe way to remove fuses. In
application, protection is consistent with IEC Standard 529, designation IP2 (finger safe).
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