D A Power Distribution Blocks and Accessories
=)= USA / Canada - Leistungs-Klemmverteiler und Zubehor 9556 o

Power Terminal Blocks

General Information:

Power Terminal Blocks are available in seven molding sizes. They are identified by the first three digits of the catalog number.
The 140, 142, 143, 144 and 145 series are manufactured with general purpose phenolic rated at 150° C. The 141 and 132
series are manufactured of high impact thermoplastic rated at 125° C.

All Power Terminal Blocks are UL recognized file number E62806 and CSA certified file number LR19766, unless noted.

Connector Wire Hole Size:

Conductor Opening Diameter of Opening
#10-18 .. .158”
#A-14 .250”
#2-14 L 3127
#2/0-14 ... .438”
#250MCM-6 . .. ...... ... ... .630”
#316MCM-6 .. ..... ... ... ... . ... 718"
#400MCM-6 . . ...... .. ... .769”
#500MCM-4 . . ... ... .875”

Wire hole openings are designed to accept stranded conductors with the number of strands specified in UL 486. Consult fac-
tory for other diameters.

Ratings and Standards:

The voltage ratings of terminal blocks are based upon the minimum spacing between electrically conductive parts line to line
through air and over surface and line to ground through air and over surface.

Class A

Service equipment including deadfront switchboards, panel boards, service entrance devices.

Class B

Commercial appliances including business equipment, electronic data processing equipment and the like.
Class C

General industrial and machine tool controls which can be further defined as equipment falling under UL 508.
Ratings based on UL 1059 may be higher in some cases depending on application.

Spacing Requirements *:

Voltage Thru Air Over Surface
51-150 .500 .750
Class A 151-300 .750 1.250
301-600 1.000 2.000
51-150 .063 .063
Class B 151-300 .094 .094
301-600 .375 .500
51-150 125 .250
Class C 151-300 .250 .375
301-600 .375 .500

*In Inches

Applications:

Designed for use with heating, air conditioning and refrigeration, elevator systems, material handling equipment, control
panels, motor control, switchgear, and any area where power needs to be distributed to more than one load.
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D A Power Distribution Blocks and Accessories
=)= USA / Canada - Leistungs-Klemmverteiler und Zubehor 9556 o2

Power Distribution Blocks °

600 Volts

Specifications:

« Connector, High Conductive Aluminum, Tin Plated

+ Amp Rating Based on NEC Table 310-16 Using 75° C Copper Wire
« *Wire Connector Rated 90° C

+ UL Recognized File No. E62806

«  CSA Certified File No. LR19766

- C€

** Openings rated for #4-14 AWG are multiple wire rated:
(2) #10 CU Str, (2 to 4) #12 CU Str, and (2 to 4) #14 CU Str.

Connector Line Openings Connector Load Openings
Catalog # | Poles Amps Configuration Wire Range per pole Configuration Wire Range per pole
1411403 1 = ==
1412403 | 2 . © O
- #10-#18AWG
1213403 | 3 60 @ #2-#14AWG 1 2
1414403 | 4
1411400 1 . o
1412400 2 =y =Y
* - #10-#18AWG
1413400 | 3 115 #2-#14AWG 1 4
1414400 | 4
1421570 1 — -
1422570 | 2 175 * 2/0-#14AWG 1 =4 * #4-#14AWG 4
1423570 | 3
1402402 | 2 L= -
: #4-#14AWG 4
1403402 3 175 2/0-#14AWG 1
1402401 2 =
§ EER “* 44 #1AAWG
1403401 3 175 2/0-#14AWG 1 292 6
1402404 | 2 = o
- EER * fA-H1AAW
1403404 | 3 310 350MCM-#6AWG 1 G 6
1441401 1 = s
1442401 2 335 % 400MCM-#6AWG 1 #2-#14AWG 6
1443401 3
1431552 1 =1 o po
1432552 | 2 335 % 400MCM-#6AWG 1 g g #2-#14AWG 4
1433552 | 3
1431553 1 = o o
1432553 | 2 335 % 400MCM-#6AWG - #2-#14AWG 6
1433553 | 3
1441560 1 =1 e e o o
1442560 | 2 335 400MCM-#6AWG 1 #2-#14AWG 8
1443560 | 3
1431555 1 — .
1432555 | 2 350 O 2/0-#14AWG 2 ﬁ ** #4-#14AWG 6
88
1433555 | 3 - -
1441551 1 — L
1442551 2 380 . 500MCM-#4AWG 1 EEER) #2-#14AWG 6
1443551 3 ©
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D A Power Distribution Blocks and Accessories
=)= USA / Canada - Leistungs-Klemmverteiler und Zubehor 9556 o

o Power Distribution Blocks (Cont.)

Specifications:

« Connector, High Conductive Aluminum, Tin Plated
600 VOItS + Amp Rating Based on NEC Table 310-16 Using 75° C, Copper Wire
+ CU-Connector, High Conductive Copper, Tin Plated
(Meets Copper Only Automotive Standard)
+ UL Recognized File No. E62806
+ CSA Certified File No. LR19766
- (€
** Openings rated for #4-14 AWG are multiple wire rated:
(2) #10 CU Str, (2 to 4) #12 CU Str, and (2 to 4) #14 CU Str.

Connector Line Openings Connector Load Openings
Catalog # | Poles Amps Configuration Wire Range per pole Configuration Wire Range per pole
1451579 1 p— -
1452579 2 380 500MCM-#4AWG 1 ggg 2/0-#14AWG 6
1453579 3
1
1431587 1 —E
= eCe ;
350MCM-#6AWG 1
1432587 | 2 380 % 500MCM-#4AWG 1 AN s
1433587 3 ;
1451594 1
1452594 2 380 500MCM-#4AWG 1 #2-#14AWG 8
1453594 3
1451552 1
1452552 2 380 500MCM-#4AWG 1 #2-#14AWG 12
1453552 3
1451592 1
1452592 2 760 500MCM-#4AWG 2 44 #14AWG 12
1453592 3
1451587 1
= = 500MCM-#4AWG === =
1452587 2 665 -
1453587 3
1451586 1 — e e o
1452586 | 2 760 500MCM-#4AWG 2 -g =g 2/0-#14AWG 8
1453586 3
1451411 1
1452411 2 840 =Y 600MCM-#2AWG 2 ©°°0 8/0-#6AWG 4
s, > #4-H#14AWG
1453411 3
1421970 1 cu
1422970 2 175 J— 2/0-#14AWG 1 > #A-H#14AWG 4
1423970 | 3 e
1431953 1 % Ccu
1432953 2 380 500MCM-#4AWG 1 #2-#14AWG 6
1433953 | 3 e
1431955 1 cu cu
1432955 2 350 2/0-#14AWG 2 ** #4-#14AWG 6
1433955 3 eee
1451992 1 — = CuU
1452992 2 760 500MCM-#4AWG 2 #2-#14AWG 12
1453992 3 eese2e
1451986 1 cu
1452986 2 760 500MCM-#4AWG 2 2/0-#14AWG 8
1453986 3
1453401 | 1 2080 | EEEEEE | 500MCM-#6AWG 6 2222222228 |  2/0-#14AWG 18
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BRIEA

Power Distribution Blocks and Accessories
USA / Canada - Leistungs-Klemmverteiler und Zubehor

Power Blocks (Splicer])

600 Volts

Specifications:

Connector, High Conductive Aluminum, Tin Plated
CU-Connector, High Conductive Copper, Tin Plated
(Meets Copper Only Automotive Standard)
Amp Rating Based on NEC Table 310-16 Using 75° C Copper Wire
*Wire Connector Rated 90° C
UL Recognized File No. E62806
CSA Certified File No. LR19766

43

Catalog#

Poles

Amps

Connector
Configuration

Line
Wire Range

Openings
Per Pole

Connector
Configuration

Load
Wire Range

Openings
Per Pole

1411300
1412300
1413300
1414300

—_

115

#2-#14AWG

#2-#14AWG

1421552
1422552
1423552

115

*

#2-#14AWG

#2-#14AWG

1421572
1422572
1423572

175

2/0-#14AWG

2/0-#14AWG

1402801
1403801

255

250MCM-#6AWG

250MCM-#6AWG

1431123
1432123
1433123

255

250MCM-#6AWG

250MCM-#6AWG

1402303
1403303

310

350MCM-#6AWG

350MCM-#6AWG

1431126
1432126
1433126

310

31 310 31 @ O

350MCM-#6AWG

OloIOIBOl @ [0l

350MCM-#6AWG

1441557
1442557
1443557

420

600MCM-#4AWG

600MCM-#4AWG

1451129
1452129
1453129

620

350MCM-#4AWG

350MCM-#4AWG

1451301
1452301
1453301

760

500MCM-#4AWG

500MCM-#4AWG

1421121
1422121
1423121

175

1431124
1432124
1433124

255

WMN =[O =MD =(WN =N =2WON=2WONDWND =2WNWND =N =N

O
CuU

2/0-#14AWG

250MCM-#6AWG

2/0-#14AWG

250MCM-#6AWG
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BRIEA

Power Distribution Blocks and Accessories
USA / Canada - Leistungs-Klemmverteiler und Zubehor

600 Volts

Specifications:

9556 o5

Power Stud Blocks

+ Connector, High Conductive Copper, Tin Plated
« Stud, Brass, Tin Plated
+ Amp Rating Based on NEC Table 310-16 Using 75° C Copper Wire
+ UL Recognized File No. E62806
+  CSA Certified File No. LR19766
- (€

Catalog#

Poles

Amps

Connector
Configuration

Line
Wire Range

Openings
Per Pole

Connector
Configuration

Load
Wire Range

Openings
Per Pole

1421123
1422123
1423123

—_

200

1/4-20 Screw

1/4-20 Screw

1421122
1422122
1423122

200

1/4-20 X 9/16 Stud

1/4-20 X 9/16 Stud

1431563
1432563
1433563

230

3/8-16 X1 3/16 Stud

3/8-16 X1 3/16 Stud

1431561
1432561
1433561

230

3/8-16 X1 3/16 Stud

LALHL

1/4-20 X1 3/16 Stud

1441122
1442122
1443122

260

3/8-16 X1 7/16 Stud

0.75

1
7

1/4-20 X 9/16 Stud

1441553
1442553
1443553

230

3/8-16 X1 7/16 Stud

3/8-16 X1 7/16 Stud

1451606
1452606
1453606

410

1/2-13 X1 7/16 Stud

1/2-13 X1 7/16 Stud

1451573
1452573
1453573

360

3/8-16 X1 7/16 Stud

1.125 :

3/8-16 X1 7/16 Stud

1451583
1452583
1453583

360

3/8-16 X1 7/16 Stud

1.125 :

Bele(p ol

1/4-20 X1 7/16 Stud

1441614
1442614
1443614

WN =N =[O =WON=2WON =N =N =2WON =N =N

840

e EEEEER ]

3/8-16 X 1 Stud

’

3/8-16 X 1 Stud
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BRIEA

Power Distribution Blocks and Accessories
USA / Canada - Leistungs-Klemmverteiler und Zubehor

9556 os

Power/Splicer Stud Blocks

600 Volts

Specifications:

« Connector, High Conductive Aluminum, Tin Plated
« Stud, Brass, Tin Plated
» Quick Connect, Brass, Tin Plated

+ 10-32 Screw, Brass, Nickel Plated
+ Amp Rating Based on NEC Table 310-16 Using 75° C Copper Wire
+ *Wire Connector Rated 90° C

* UL Recognized File No. E62806
+  CSA Cetrtified File No. LR19766

+ C€

Catalog#

Poles

Amps

Connector
Configuration

Line
Wire Range

Openings
Per Pole

Connector
Configuration

Load
Wire Range

Openings
Per Pole

1411200
1412200
1413200
1414200

—_

115

=

)

#2-#14AWG

10-32 Screw

1411201
1412201
1413201
1414201

115

S

#2-#14AWG

10-32 Tapped Hole

1411202
1412202
1413202
1414202

115

Al

#2-#14AWG

.25X.032 Qk Cnct

1411203
1412203
1413203
1414203

115

al

#2-#14AWG

10-32 X .60 Stud

1411205
1412205
1413205
1414205

115

Ql

#2-#14AWG

#10-32 Hole & (2) QC

1411301
1412301
1413301
1414301

115

#2-#14AWG

#2-#14AWG & (1) QC

1431559
1432559
1433559

310

350MCM-#6AWG

3/8-16 X 11/8 Stud

1421411
1422411
1423411

175

2/0-#14AWG

M6 Hole

1421553
1422553
1423553

WN =N =ON=DRON=2RON=PON=2RON=2ROND=P~ON

175

Qb O] O O

2/0-#14AWG

NANL

1/4-20 Tapped Hole
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D A Power Distribution Blocks and Accessories
=)= USA / Canada - Leistungs-Klemmverteiler und Zubehor 9556 o7

o Power Splicer/Stud Blocks (Cont.)

600 Volts

Specifications:

« Connector, High Conductive Aluminum, Tin Plated

« Stud, Brass, Tin Plated

«  Quick Connect, Brass, Tin Plated

* 10-32 Screw, Brass, Nickel Plated

+ Amp Rating Based on NEC Table 310-16 Using 75° C, Copper Wire
+ *Wire Connector Rated 90° C

* UL Recognized File No. E62806

«  CSA Certified File No. LR19766

© (€
Connector Line Openings Connector Load Openings
Catalog# | Poles | Amps | Configuration Wire Range Per Pole | Configuration Wire Range Per Pole
1421574 1 —1
1422574 2 175 % 2/0-#14AWG 1 % 1/4-20 X 1/2 Stud 1
1423574 3
1431590 1 * =
1432590 2 175 % 2/0-#14AWG 1 ‘E’ 1/4-20 X 1/2 Stud 1
1433590 3
1441569 1 —_— ﬂOjSﬁ
1442569 2 380 % 500MCM-#4AWG 1 i%%l 1/4-20 X 17/32 Stud 2
1443569 3
1441575 1 =
1442575 2 380 % 500MCM-#4AWG 1 &' 3/8-16 X 21/32 Stud 1
1443575 3
1451596 1 = ﬂl‘ooh
1452596 2 545 % 1000MCM-500MCM 1 3/8-16 X 1 19/32 Stud 2
1453596 3 ‘E;%l
1451599 | 1 — 116
1452599 2 760 500MCM-#4AWG 2 3/8-16 X 1 5/8 Stud 2
1453599 3
1451610 | 1 e
1452610 2 760 500MCM-#4AWG 2 ‘E' 1/2-13 X 11/16 Stud 1
ez | s
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BRIEA

Power Distribution Blocks and Accessories
USA / Canada - Leistungs-Klemmverteiler und Zubehor

Thermoplastic Power Block

General Specifications:
Amp Rating Based on NEC Table 310-16 Using 75° C Copper Wire

Wire Connector Rated 90° C
UL Recognized File No. E62806 .

+  CSA Certified File No. LR19766

43

Power Distribution Block and Power Block-Splicer Specifications:
Connector, High Conductive Aluminum, Tin Plated

CU-Connector, High Conductive Copper, Tin Plated
Power Distribution Blocks

600 Volts

9556 os

Connector Line Openings Connector Load Openings
Catalog# | Poles | Amps | Configuration Wire Range Per Pole | Configuration Wire Range Per Pole
1321570 1 =1
1322570 2 % | e 4
1323570 3 ee
1320570 | Adder
1321580 | 1 jr— =
1822580 1 2| 475 % #2/0-#14AWG 1 P #A-#14AWG 6
1323580 3
1320580 | Adder S & Multiple Wire Rated:
1321970 1 CU — CuU 2 #10 CU Str
1322970 2 ee 2to 4 #12 CU Str 4
1323970 3 % |@@ 2to 4 #14 CU Str
1320970 | Adder

Power Blocks/Splicer

Connector Line Openings Connector Load Openings
Catalog# | Poles | Amps | Configuration Wire Range Per Pole | Configuration Wire Range Per Pole
1321572 1 = =
1322572 2
1323572 | 3 W, W,
1820572 | Adder | 475 #210-#14AWG 1 #210-#14AWG 1
1321972 | 1 CU = CU =
1322972 2
1323972 3 % %
1320972 | Adder

Power Stud Block and Power Splicer/Stud Block Specifications:
+ Connector, High Conductive Aluminum, Tin Plated (*Connector, High Conductive Copper, Tin Plated)
*  Metric Studs-Steel, Zinc Plated

« Stud, Brass, Tin Plated
Power Stud Blocks*

Connector Line Openings Connector Load Openings
Catalog# | Poles | Amps | Configuration Wire Range Per Pole | Configuration Wire Range Per Pole
1321122 1
1322122 2 % 1/4-20 X 9/16 Stud % 1/4-20 X 9/16 Stud
1323122 3
1320122 | Adder 200 1 1
1321422 1
1322422 | 2 I% M6 X 15 Stud I% M6 X 15 Stud
1323422 3
1320422 | Adder

Power Splicer/Stud Blocks

Connector Line Openings Connector Load Openings
Catalog# | Poles | Amps | Configuration Wire Range Per Pole | Configuration Wire Range Per Pole
e ] =

IE 1/4-20 X 1/2 Stud

1323574 3
1320574 | Adder | 175 #2/0-#14AWG 1 1
1321474 1 =1
1322474 1 2 I% M6 Stud X 13 Stud
1323474 3
1320474 | Adder
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D A Power Distribution Blocks and Accessories
=)= USA / Canada - Leistungs-Klemmverteiler und Zubehor 9556 os

° Power Block Covers

Specifications:

Material .06 Clear Protective Plastic
Two Thread Cutting Screws Furnished Per Cover \ /
Covers Are Slotted For Easy Installation

Covers Are Available For The 140, 141, 142, 143, 144, 145

132 Series I"uwer Blocks: \ \7

Hinged, Thermoplastic, 125° C

Dimensions (IN):

Catalog # A B Figure #
CC1402 2.75 2.25 1 -
CcC1403 4.00 2.25 Figure 1
CC1411 77 2.40
CC1412 1.42 2.40
2
CC1413 2.05 2.40
CC1414 2.68 2.40
CC1421 1.06 2.75
CC1422 1.87 2.75 1
CC1423 2.68 2.75
CC1431 1.78 3.38
CC1432 3.31 3.38 1
CC1433 4.84 3.38
CC1441 2.12 4.00
CC1442 4.00 4.00 1
CC1443 5.87 4.00
CC1451 2.87 4.50
CC1452 5.56 4.50 1
CC1453 8.28 4.50
CH1321
CH1322 - - 3
CH1323
Figure 3
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D A Power Distribution Blocks and Accessories
=)= USA / Canada - Leistungs-Klemmverteiler und Zubehor 9556 10

Grounding Lugs

Specifications:

Connector, High Conductive Aluminum, Tin Plated
Per Code — Screw Is Green

UL Recognized File No. E43665

CSA Certified File No. 63510-25

Catalog # (Connector Wire Range)

?.266

5/16-24 SET SCREW

23
[S5.21] 16
C4.01
3716 HEX SOCKET
?.406
[10.321]
OH—(+
GL02 (#2'#]4 AWG) [iii]
.32
[8.21 o5
[‘6‘4]
2.531
S5/16 HEX SOCKET [13.491 *
i N\ QS
S6
[14.31
*
1.69
[42.91
ST T[éézj - GL20 (#2/0-#]4 AWG)
(]c) 1980 Q _ﬂnfﬂm
i 573, [
[1347] lcuaLJsoMcN-¢] % — — 7W *
a5 225
1.13

—
[28.61

GL35 (350MCM-#6 AWG)
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D A Power Distribution Blocks and Accessories
=)= USA / Canada - Leistungs-Klemmverteiler und Zubehor 9556 u

o Power Terminal Blocks Dimensions

132 Series

a7

100 —
25.5]
I
i

=

0
0
0
0
0
0

St Flj0

T
o
k3

o
&0 =
a

020 -
[5.0]

Adder 1 POLE 2 POLE 3 POLE

140 Series

) 2 POLE 3 POLE
141 Series

.18
[4.5]

ALL POCKETS

TYP. AT BOSS
.52

.83 1.46

1—1: t
a7 !
19 | .55 _
| [14.1]

R Ee e rer.
1 POLE 2 POLE 3 POLE 4 POLE
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D A Power Distribution Blocks and Accessories
=)= USA / Canada - Leistungs-Klemmverteiler und Zubehor 9556 12

Power Terminal Blocks Dimensions o

205 (5.2> DIA. HOLE
411 <10.4> DIA. CLEARENCE

142 Series
a3 194+ 225 [T75
A EE (BERTT
HoH HoHoH HoHoHoH [%g‘?] [g‘:?é]
ol [BH BHEL
il iilimt mimiizi
[.38]
[1‘2431
4!
H Y 5L
: EEXSEE
7
62
[15.91]
24
C&.07

1 POLE 2 POLE 3 POLE

143 Series

203 (5.16> DIA. HOLE
406 (<10.31> C BORE
TYP.

£.43
1.17
2271
l l !
6.
L &
22
[5.53 1.00
(25413
40
[10.23
1 POLE 2 POLE 3 POLE
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D A Power Distribution Blocks and Accessories
=)= USA / Canada - Leistungs-Klemmverteiler und Zubehor 9556 15

o Power Terminal Blocks Dimensions

144 Series

®.20/[5.161 THRU
.41/010.31]1 C’'BORE
x .18/04.571 DP
2.28 4.16 .04
S7.5 [105.71 [1537
1 © ] N © [[| © [] 1 © [ & [T R i
4.75
[120.61
[eJe]e] 000 oo0o 000 (¢) 000 (o) OCO J
4.13
EIOISJ
Jd o |J U e || @ | u©u©u@u4
J 188 [ 31
J Les L J t47.81 £7.913 N
[47.81 1.88
t47.81° 114
1.50 [2<.01
£38.21
| 1] —1
I L74.01
i 1.11 &
‘Tf’ [28.31]
‘Zjli ‘5?1
[8.71 C13.01
145 Series
265/(6.73> DIA. HOLE
'500/¢12.7> C BORE
317 5.88 854
804 (1491 [(216.9]
® © 1 @ T T o[ o o
q 1] q u D q u H b { .50
T80t 48 0@ oot sopiisopiielopt (1371
4.75
. | . A . 1 [18;}7]
a ] a u p g i H p
© ©) ©) ©) ©) ©
269
269 [68.2] oz2s .
reg.21 269 (=
[68.23
530 rhe e
(5847
H 11T L.
| [79.21
] 110 %
[8?9]
> Tiz.73
5773
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