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° Single Row Terminal Blocks

General Information:

Single Row Terminal Blocks are available in four basic line to line molding sizes. Some are available in either open or feed
thru/printed circuit designs. The basic material is phenolic. Modifications are also provided on most terminal blocks, including
marking strips.

Ratings and Standards:

The voltage ratings of terminal blocks are based upon the minimum spacing between electrically conductive parts line to line
through air and over surface and line to ground through air and over surface.

Class A

Service equipment including deadfront switchboards, panel boards, service entrance devices.

Class B

Commercial appliances including business equipment, electronic data processing equipment and the like.
Class C

General industrial and machine tool controls which can be further defined as equipment falling under UL 1059.

Ratings based on UL 1059 may be higher in some cases depending on application.

Spacing Requirements *:

Voltage Thru Air Over Surface
51-150 .500 .750
Class A 151-300 .750 1.250
301-600 1.000 2.000
51-150 .063 .063
Class B 151-300 .094 .094
301-600 .375 .500
51-150 125 .250
Class C 151-300 .250 .375
301-600 .375 .500
*In Inches
Reference Chart:
Catalog Base Max Wire Screw Inches # of
Series Page Amps Volts Material Size for Screw Size LtolL Lines Features
411 02 5 *300 Phenolic #18 2-56 .250 1-23 Open Back
599 03 15 150 Phenolic #16 5-40 .375 1-30 Open Back
699 04 20 150 Phenolic #14 6-32 437 1-23 Open Back
812 05 30 600 Phenolic #12 8-32 .562 1-18 Open Back
1690 06-07 20 300 Phenolic #14 6-32 .437 1-24 Feed Thru
2590 08 15 150 Phenolic #16 6-32 .375 1-25 Printed Circuit
2690 09-10 20 300 Phenolic #14 6-32/8-32 437 1-25 Printed Circuit

All voltage ratings based on Class C requirements unless noted.
Open back terminal blocks require an insulator strip to achieve voltage rating.
*Based on Class B requirements.
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Single Row Terminal Blocks ®

Kulka® 411 Series

300 Volts*

Specifications:

+ Base, Phenolic, 150° C

+  Open Back Design (Insulator Strip Required for Voltage Rating)
+ JJ (GDI-30F) Material Available

+ Screws, #2-56 Binder Head, Phil-Slot

+ Terminals, Plated Brass

+ 1-23 Poles

+ 1/4” Centers

+ Wire Range With Wire Binding Screw #18-#20 Awg — 5 Amps

+ The Suitability Of These Devices For Greater Currents Shall Be Determined In The End-Use Application
+ UL Recognized File No. E47811

« CSA Certified File No. LR19766

« C€
Hardware Options: (Hardware options may affect
ratings - consult factory)
KT10 = Full Quick Connect (0° Flat) See 9560 02
Catalog Number Dimensions KT11 = Full Quick Connect (45° Bend) See 9560 02
Description of Poles A B KT12 = Full Quick Connect (90° Bend) See 9560 02
411 GP 01 1 0.75 0.50 ST = Full Solder See 9560 04
411 GP 02 2 1.00 0.75 J 410 =  Line to Line Jumper See 9560 06
411 GP 03 3 1.25 1.00 3/4 ST = Half Solder See 9560 04
411 GP 04 4 1.50 1.05 KT 16 =  Half Quick Connect (0° Flat) See 9560 02
411 GP 05 5 1.75 1.50 KT 17 =  Half Quick Connect (45° Bend) See 9560 02
411 GP 06 6 2.00 1.75 KT 18 =  Half Quick Connect (90° Bend) See 9560 02
411 GP 07 7 205 2.00 Z = Lug Over the Side (.312)
411 GP 08 8 250 205 1921 = Printed Circuit Pin (.125)
411 GP 09 9 2.75 2.50 (Over the Side)
411 GP 10 10 3.00 2.75 1904 =  Feed Thru Solder See 9560 o8
411 GP 11 11 3.25 3.00
411 GP 12 12 3.50 3.25
411 GP 13 13 3.75 3.50
411 GP 14 14 4.00 3.75
411 GP 15 15 4.25 4.00 = A il =1
411 GP 16 16 4.50 4.25 = 723
411 GP 17 17 4.75 4.50 13
411 GP 18 18 5.00 475 "B~ T t321 — ce
411 GP 19 19 5.25 5.00 e [55]09
411 GP 20 20 5.50 5.25 19 (6471 ~ =
: [2.41]
411 GP 21 21 5.75 5.50 (457 ~— A‘T
411 GP 22 22 6.00 5.75 SN ﬂ—f
411 GP 23 23 6.25 6.00 o ® J\Dl _
iy
MM=Dim X 25.4
*Based on Class B Requirements gg 7H5DE> SéRE%/E £5.51 41
L10.317
.13 17
L3.2] £L4.37]
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BRIEA

Single Row Terminal Blocks

Kulka® 599 Series
150 Volts

Specifications:

+ Base, Phenolic, 150° C
+  Open Back Design (Insulator Strip Required for Voltage Rating)

« JJ (GDI-30F) Material Available

« Screws, #5-40 Binder Head, Phil-Slot
»  Terminals, Plated Brass

+ 1-30 Poles

+ 3/8” Centers

Wire Range With Wire Binding Screw #16-#22 Awg — 15 Amps
The Suitability Of These Devices For Greater Currents Shall Be Determined In The End-Use Application
* UL Recognized File No. E47811
+  CSA Certified File No. LR19766

+ C€
Number Dimensions Hardware Options: (Hardware options may affect
Catalog of ratings - consult factory)
Description Poles A B
599 GP 01 1 1.03 0.75 KT 28 = Full Quick Connect (0° Flat) See 9560 02
599 GP 02 2 1.41 1.12 KT 29 = Full Quick Connect (45° Bend) See 9560 02
599 GP 03 3 1.78 1.50 KT 30 = Full Quick Connect (90° Bend) See 9560 02
599 GP 04 4 2.16 1.88 J 600 = Line to Line Jumper See 9560 o6
599 GP 05 5 2.53 2.25 600 RJ(S) = Multiple Position Jumper See 9560 06
599 GP 06 6 2.91 2.63 3/4 ST = Half Solder See 9560 04
599 GP 07 7 3.28 3.00 KT 34 = Half Quick Connect (0° Flat) See 9560 02
599 GP 08 8 3.66 3.38 KT 35 = Half Quick Connect (45° Bend) See 9560 02
599 GP 09 9 4.03 3.75 KT 36 = Half Quick Connect (90° Bend) See 9560 02
599 GP 10 10 4.41 413 z = Lug Over the Side (.312) See 9560 05
599 GP 11 11 4.78 4.50 2002 = Stud See 9560 08
599 GP 12 12 5.16 4.88 2004 = Feed Thru Solder See 9560 o8
599 GP 13 13 5.53 5.25 2020 = Solder Pin See 9560 o8
599 GP 14 14 5.91 5.63 2021 = Solder Pin See 9560 08
599 GP 15 15 6.28 6.00 a1
599 GP 16 16 6.66 6.38 10 23
599 GP 17 17 7.03 6.75 VN
599 GP 18 18 7.41 7.13 ] 25
599 GP 19 19 7.78 7.50 B [&6.31
599 GP 20 20 8.16 7.88 30 e
599 GP 21 21 8.53 8.25 ™ L7 61 B C4 07
599 GP 22 22 8.91 8.63 . 14
599 GP 23 23 9.28 9.00 [3.6]
599 GP 24 24 9.66 9.38 I — 1 &i V- e
) .
599GP25 | 25 10.03 9.75 OIED @g g HOr | A
599 GP 26 26 10.41 10.13 % 7—§
599 GP 27 27 10.78 10.50 H}J 38 =1
599 GP 28 28 11.16 10.88 [2.51] L7.91] o
599 GP 29 29 11.53 11.25 > 17 = =7
599 GP 30 30 11.91 11.63 [ 57 ggjﬁjg SEREE\; (6.3
MM=Dim X 25.4
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Single Row Terminal Blocks ®

Kulka® 699 Series

150 Volts

Specifications:

Base, Phenolic, 150° C

Open Back Design (Insulator Strip Required for Voltage Rating)
JJ (GDI-30F) Material Available

Screws, #6-32 Binder Head, Phil-Slot

Terminals, Plated Brass

1-23 Poles

7/16” Centers

Wire Range With Wire Binding Screw #14-#16 Awg — 20 Amps
The Suitability Of These Devices For Greater Currents Shall Be Determined In The End-Use Application
UL Recognized File No. E47811

CSA Certified File No. LR19766

ce
Hardware Options: (Hardware options may affect
ratings - consult factory)
Catalog N“';‘f"e' Dimensions KT46 =  Full Quick Connect (0° Flat) See 9560 02
Description Poles A B KT 47 = Full Quick Connect (45° Bend)  See 9560 02
699 GP 01 1 1.19 0.88 KT 48 = Full Quick Connect (90° Bend)  See 9560 02
699 GP 02 2 1.63 1.31 J 601 = Line to Line Jumper See 9560 06
699 GP 03 3 2.06 1.75 601 RJ(S)= Multiple Position Jumper See 9560 06
699 GP 04 4 2.50 2.19 3/4ST = Half Solder See 9560 04
699 GP 05 5 2.94 2.63 KT 52 = Half Quick Connect (0° Flat) See 9560 02
699 GP 06 6 3.38 3.06 KT 53 = Half Quick Connect (45° Bend) See 9560 02
699 GP 07 7 3.81 3.50 KT 54 = Half Quick Connect (90° Bend) See 9560 02
699 GP 08 8 4.25 3.94 A = Lug Over the Side (.437) See 9560 05
699 GP 09 9 4.69 4.38 2102 = Stud See 9560 08
699 GP 10 10 512 4.81 2104 = Feed Thru Solder See 9560 08
699 GP 11 11 5.56 5.25 2120 = Solder Pin See 9560 08
699 GP 12 12 6.00 5.69 2121 = Solder Pin See 9560 o8
699 GP 13 13 6.44 6.13
699 GP 14 14 6.87 6.56 50
699 GP 15 15 7.31 7.00 [12.71
699 GP 16 16 7.75 7.44 A o
699 GP 17 17 8.19 7.88 L ~ > o7
699 GP 18 18 8.62 8.31 B oo
699 GP 19 19 9.06 8.75 e [S57
699 GP 20 20 9.50 9.19 C2.07
699 GP 21 21 9.94 9.63 %
699 GP 22 22 10.37 10,06 REE @ & m @ o A 69
699 GP 23 23 10.81 10.50 L17.4]
MM=Dim X 25.4 S0 %
[12.71 -
[2.5] [&6.43
L4.41 S H3DESE<RE%/5 re4
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° Single Row Terminal Blocks

Kulka® 812 Series

600 Volts

Specifications:

« Base, Phenolic, 150° C

»  Open Back Design (Insulator Strip Required for Voltage Rating)
+ JJ (GDI-30F) Material Available

+  Screws, #8-32 Binder Head, Phil-Slot

» Terminals, Plated Brass

+ 1-18 Poles

+ 9/16” Centers

+  Wire Range With Wire Binding Screw #12-#14 Awg — 30 Amps
» The Suitability Of These Devices For Greater Currents Shall Be Determined In The End-Use Application
» UL Recognized File No. E47811

+ CSA Certified File No. LR19766

- C€
Number Dimensions Hardware Options: (Hardware options may affect

Catalog of ratings - consult factory)
Description Poles A B
812 GP 01 1 1.53 1.13 KT 73 = Full Quick Connect (0° Flat) See 9560 02
812 GP 02 2 2.09 1.69 KT 74 = Full Quick Connect (45° Bend)  See 9560 02
812 GP 03 3 2.66 295 KT 75 = Full Quick Connect (90° Bend)  See 9560 02
812 GP 04 4 3.22 2.81 J 602 = Line to Line Jumper See 9560 06
812 GP 05 5 3.78 3.38 3/4 ST = Half Solder See 9560 04
812GP 06 6 4.34 3.94 KT 79 = Half Quick Connect (0° Flat) See 9560 02
812 GP 07 7 4.91 4.50 KT 80 = Half Quick Connect (45° Bend) See 9560 02
812 GP 08 8 5.47 5.06 KT 81 = Half Quick Connect (90° Bend) See 9560 02
812 GP 09 9 6.03 5.63 Z = Lug Over the Side (.641) See 9560 05
812 GP 10 10 6.59 6.19 2202 = Stud See 9560 o8
812 GP 11 11 716 6.75 2204 = Feed Thru Solder See 9560 o8
812 GP 12 12 7.72 7.31
812 GP 13 13 8.28 7.88
812 GP 14 14 8.84 8.44
812 GP 15 15 9.41 9.00 72
812 GP 16 16 9.97 9.56 tis.21
812 GP 17 17 10.53 10.13 AN a1
812 GP 18 18 11.09 10.69 g 21 [10.31

MM=Dim X 25.4 [s.21 =8
41 £7.11
£10.51
gleleRelele i jq aE
56 \ .30
[14.31 [7.61
#8-32 X .31 [7.9]
z.21 BD HD SCREW
[S.41
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Single Row Terminal Blocks

Kulka® 1690 Series

300 Volts

Specifications:

9558 o

Base, Phenolic, 150° C

Screws, #6-32 Binder Head, Slotted
7/16” Centers

Terminals, Plated Brass

Wire Range #14 Max. — 20 Amps
The Suitability Of These Devices For Greater Currents Shall Be Determined In The End-Use Application
UL Recognized File No. E47811

CSA Certified File No. LR19766

ce
a PANEL
1691 GP / 1692 GP / 1693 GP 1691 GP / 1692 GP / 1693 GP
Number Dimensions Number Dimensions
of of
Terminals A B Terminals A B T
1 0.34 - 14 6.03 5.69 SPEED NUT
2 0.78 0.44 15 6.47 6.13 = NO. 6-32 x 3/16 -
3 1.22 0.88 16 6.91 6.56 J .03 LGBIND oseR 30 7
4 1.66 1.31 17 7.34 7.00 & e w w u u ‘ 5713
5 2.09 1.75 18 7.78 7.44 J— Lﬁ“ijj [1268]
6 2.53 2.19 19 8.22 7.88 [ L2t T =%
7 2.97 2.63 20 8.66 8.31 SOLDER TERMINAL (Zélog] 25
8 3.41 3.06 21 9.09 8.75 “KLIPTITE” TERMINAL
9 3.84 3.50 22 9.53 9.19
10 4.28 3.94 23 9.97 9.63 1691  Solder terminal
11 4.72 4.38 24 10.41 10.06 K=.52[13.10] W=.06 [1.59]
12 5.16 4.81 25 10.84 10.50 1692 Kiiptite terminal
1 259 228 1693 EOI%gr[Eec{rgis?]a\}v 13[3.18]
MM=Dim X 25.4 - : =e
1694 GP / 1695 GP / 1696 GP 1694 GP / 1695 GP / 1696 GP PANEL
Number Dimensions Number Dimensions
of of 24%;
Terminals A B Terminals A B —
1 1.22 0.88 13 6.47 6.13 END VIEW
2 1.66 1.31 14 6.91 6.56 e
3 2.09 1.75 15 7.34 7.00 ¢ 73 . e B HD.SCn, T
4 2.53 2.19 16 7.78 7.44 e 25, s ]
5 2.97 263 17 8.22 7.88 oo § e ij
6 3.41 3.06 18 8.66 8.31 e j T f R0z
7 3.84 3.50 19 9.09 8.75 SOLDER TERMINAL !Zélﬂg] | [gé]
8 4.28 3.94 20 9.53 9.19 “KLIPTITE” TERMINAL. g5
9 4.72 4.38 21 9.97 9.63
10 5.16 4.81 22 10.41 10.06 1694  Solder terminal
11 5.59 5.25 23 10.84 10.50 K=52[13.10] W=.06 [1.59]
12 6.03 5.69 1695 Kliptite terminal
MM=Dim X 25.4 Solder terminal
1696  K=.58 [14.68] W=.13 [3.18]
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° Single Row Terminal Blocks

Kulka® 1690 Series

300 Volts

1697 GP / 1698 GP / 1699 GP

Numfber Dimensions
Tern(l)inals A B
1 0.53 --
2 0.97 0.44
3 1.41 0.88
4 1.84 1.31
5 2.28 1.75
6 2.72 2.19 A PANEL
7 3.16 2.63
8 3.59 3.06
9 4.03 3.50
10 4.47 3.94
1 4.91 4.38 DTN,
12 5.34 4.81 | SPEED NUT
13 5.78 5.25
14 6.22 5.69 34 NO. 6-32 x 3/16
15 6.66 6.13 £8.73 L G.BIND.HD.SCR. C13.6
16 7.09 6.56 5 28 529
17 7.53 7.00 E7“1] | (,,\
18 7.97 7.44
19 8.41 7.88 * }%—:: R — T TR
20 8.84 8.31 vz | 11 =
21 9.28 8.75 ® 05 ‘ .
22 9.72 9.19 SOLDER TERMINAL [1.33 =~ Tt7.83
23 10.16 9.63 “KLIPTITE” TERMINAL
MM=Dim X 25.4
Hardware Options: (Hardware options may affect
ratings - consult factory) .
Solder Terminal
KT 46 = Full Quick Connect (0°Flat) See 9560 02 1697 GP  K=.52 W=.06
KT 47 = Full Quick Connect (45° Bend) See 9560 02 [13.10] [1.59]
KT 48 = Full Quick Connect (90° Bend) See 9560 02
J 601 = Line to Line Jumper See 9560 06 1698 GP  Kliptite Terminal
601 RJ(S) = Multiple Position Jumper See 9560 06
3/4 ST = Half Solder See 9560 04 1699 GP  Solder Terminal
KT 52 = Half Quick Connect (0° Flat) .250 See 9560 02 K=.58 W=.13
KT 53 = Half Quick Connect (45° Bend) .250 See 9560 02 [14.68][3.18]
KT 54 = Half Quick Connect (90° Bend) .250 See 9560 02
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Single Row Terminal Blocks

Kulka® 2590 Series
150 Volts

Specifications:

» Base, Phenolic, 150° C
» Screws, #6-32 Binder Head, Slotted

- 3/8” Centers

+  Terminals, Plated Brass

*  Wire Range #16 Max. — 15 Amps

+ The Suitability Of These Devices For Greater Currents Shall Be Determined In The End-Use Application

+ UL Recognized File No. E47811
+ CSA Certified File No. LR19766

. (€
2591A GP / 2593A GP
Number Dimensions
of
Terminals A B
1 1.19 0.75
2 1.56 1.13
3 1.94 1.50
4 2.31 1.88
5 2.69 2.25
6 3.06 2.63
7 3.44 3.00
8 3.81 3.38
9 419 3.75
10 4.56 413
1 4.94 4.50
12 5.31 4.88
MM=Dim X 25.4
2597A GP / 2599A GP
Number Dimensions
of
Terminals A B
1 0.44 -
2 0.81 0.38
3 1.19 0.75
4 1.56 1.13
5 1.94 1.50
6 2.31 1.88
7 2.69 2.25
8 3.06 2.63
9 3.44 3.00
10 3.81 3.38
11 419 3.75
12 4.56 4.13
13 4.94 4.50
MM=Dim X 25.4

2591A GP / 2593A GP

Number Dimensions
of
Terminals A B
13 5.69 5.25
14 6.06 5.63
15 6.44 6.00
16 6.81 6.38
17 7.19 6.75
18 7.56 713
19 7.94 7.50
20 8.31 7.88
21 8.69 8.25
22 9.06 8.63
23 9.44 9.00
2597A GP / 2599A GP
Number Dimensions
of
Terminals A B
14 5.31 4.88
15 5.69 5.25
16 6.06 5.63
17 6.44 6.00
18 6.81 6.38
19 7.19 6.75
20 7.56 713
21 7.94 7.50
22 8.31 7.88
23 8.69 8.25
24 9.06 8.63
25 9.44 9.00

N
[é??j B
1 38
T [9.57
lDH EEEEEE;
56 215 03
t14.21 £3.73 C.s3

NO.6-32 x 3/16

T~ o1 [ ; LG BINDHD.SCR.

T LUUUUU
39
[9.91 \8591A W= 062
25934 “W’'= 093
W
A
23
£S.73 B
1 38
[S.57
[
? EEEEEEE]
o6 o3
[14.21] r.s7
=0 NO.6-32 x 3/16
£7.61

e r /LG‘BINDHD‘SCR

UTU0UUUUTU
2597A "wW’= 062

Hardware Options: (Hardware options may affect ratings - consult factory)

KT 28

KT 29

KT 30

J 600

600 RJ(S)
3/4 ST
3000
2591A PC
2597A PC

Full Quick Connect (0°Flat)
Full Quick Connect (45° Bend)
Full Quick Connect (90° Bend)
Line to Line Jumper

Multiple Position Jumper

Half Solder

Wire Wrap Lug (.641)

See 9560 02
See 9560 02
See 9560 02

See 9560 o6
See 9560 06
See 9560 o4

Printed Circuit (.20 X .062)
Printed Circuit (.20 X .062)

KT 34

KT 35

KT 36

V4

Y

2593A PC
2599A PC

.39
[s.91 =
25994 “W’= .093
W
Half Quick Connect (0° Flat) See 9560 02

Half Quick Con
Half Quick Con

nect (45° Bend)  See 9560 02
nect (90° Bend)  See 9560 02

Lug Over the Side (.172)
Lug Over the Side (.359)
Printed Circuit (.20 X .093)

Printed Circuit

(.20 X .093)
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° Single Row Terminal Blocks

Kulka® 2690 Series
300 Volts

2697 GP / 2698 GP / 2699 GP
2697A GP / 2698A GP / 2699A GP

Number Dimensions
of
Terminals A B
1 0.53 --
2 0.97 0.44
3 1.41 0.88
4 1.84 1.31
5 2.28 1.75
6 2.72 2.19
7 3.16 2.63
8 3.59 3.06
9 4.03 3.50 Definition Barrier Ends:
10 4.47 3.94
11 4.91 4.38 2697 GP = #6-32 Screw, Printed Circuit Width = .062
12 5.34 4.81 2697A GP = #8-32 Screw, Printed Circuit Width = .062
13 5.78 5.95 2698 GP = #6-32 Screw, Solder Turret (not shown)
14 6.22 5.69 2698AGP = #8-32 Screw, Solder Turret (not shown)
15 6.66 6.13 2699 GP = #6-32 Screw, Printed Circuit Width = .093
16 7.09 6.56 2699AGP = #8-32 Screw, Printed Circuit Width = .093
17 7.53 7.00
18 7.97 7.44
19 8.41 7.88 “
20 8.84 8.31 oty B
21 9.28 8.75
22 9.72 9.19 M e
23 10.16 9.63 “w* WIDTH OF TERMINAL i
04 1055 | 10.06 o " ci£%:  [FFFFEEEEE
25 11.03 10.50 [gé] 3/16 LG.BINDHD.SCR.
MM=Dim X 25.4 T /
.031 TERMINAL THICKNESS ‘ [ |
PARTIAL BOTTOM VIEW T UTTQuUuuouovuy
Hardware Options: (Hardware options may affect 557
ratings - consult factory)
2697 & 2697A "wW’'=.062
KT28 =  Full Quick Connect (0°Flat) .187 See 9560 02 S99 B Ee95A Wm0
KT 29 = Full Quick Connect (45° Bend) .187 See 9560 02
KT 30 = Full Quick Connect (90° Bend) .187 See 9560 02
KT 34 = Half Quick Connect (O° Flat) .187 See 9560 02
KT 35 = Half Quick Connect (45° Bend) .187 See 9560 02
KT 36 = Half Quick Connect (90° Bend) .187 See 9560 02
KT 46 = Full Quick Connect (0°Flat) .250 See 9560 02
KT 47 = Full Quick Connect (45° Bend) .250 See 9560 02
KT 48 = Full Quick Connect (90° Bend) .250 See 9560 02
KT 52 = Half Quick Connect (0° Flat) .250 See 9560 02
KT 53 = Half Quick Connect (45° Bend) .250 See 9560 02
KT 54 = Half Quick Connect (90° Bend) .250 See 9560 02
J 601 = Line to Line Jumper See 9560 06
601 RJ(S) = Multiple Position Jumper See 9560 o6
3/4 ST = Half Solder See 9560 04
z = Lug Over the Side (.344)
Y = Lug Over the Side (.609)
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Single Row Terminal Blocks

Kulka® 2690 Series

300 Volts

Specifications:

Base, General Purpose Phenolic, 150° C

Screws, #6-32 Binder Head, Slotted Or 8-32 Binder Head, Slotted
7/16” Centers
Terminals, Plated Brass

Wire Range #14-#16 AWG — 20 Amps
The Suitability Of These Devices For Greater Currents Shall Be Determined In The End-Use Application
UL Recognized File No. E47811
CSA Certified File No. LR19766

ce

2694 GP / 2695 GP / 2696 GP

2694A GP / 2695A GP / 2696A GP

Numfber Dimensions

Tem?inals A B
1 1.41 0.88
2 1.84 1.31
3 2.28 1.75
4 2.72 2.19
5 3.16 2.63
6 3.59 3.06
7 4.03 3.50
8 4.47 3.94
9 4.91 4.38
10 5.34 4.81
1 5.78 5.25
12 6.22 5.69
13 6.66 6.13
14 7.09 6.56
15 7.53 7.00
16 7.97 7.44
17 8.41 7.88
18 8.84 8.31
19 9.28 8.75
20 9.72 9.19
21 10.16 9.63
22 10.59 10.06
23 11.03 10.50

MM = Dim X 25.4

N

27

[6.81 B

®.11

[z 81 10, 44

“C11.13
“W* WIDTH OF TERMINAL ]
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Definition Miount Ends:
2694 GP =  #6-32 Screw, Printed Circuit Width = .062

U U0 U0UUTU

2694 & 2694A "W'=.062
2696 & 2696A "W"=.093

2694AGP =  #8-32 Screw, Printed Circuit Width = .062

2695 GP =  #6-32 Screw, Solder Turret (not shown)

2695AGP =  #8-32 Screw, Solder Turret (not shown)

2696 GP =  #6-32 Screw, Printed Circuit Width = .093

2696A GP =  #8-32 Screw, Printed Circuit Width = .093
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