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Product Information

L1303

04A01020 01

Standard

T12/HO

HIGH POWER FACTOR    SOUND RATED A

HIGH FREQUENCY ELECTRONIC BALLASTS

Rapid Start, Normal Light Output
Series

F48T12HO

F60T12HO

Min.
Starting
Temp.
(°F/°C)

Input
Volts

Catalog
Number

Certifications Line
Current
(Amps)

Input
Power
ANSI

(Watts)

Ballast
Factor

Max.
THD
%

Power
Factor

Dim./
Wiring

Diagram
WattsNumber

Lamp Data

120 REL-2S110 3 3 1.13
30

277 VEL-2S110 3 3 0.48
2 60 -20/-28

125
1.15

123
0.90 Fig. C/21

120 REL-2S110 3 3 1.29
30

277 VEL-2S110 3 3 0.53
2 75 -20/-28

147
1.00

141
0.95 Fig. C/21

F72T12HO

F96T12HO Energy Saver

120 REL-2S110 3 3 1.40
20

277 VEL-2S110 3 3 0.61
2 85 -20/-28 164 0.90 0.98

0.98

Fig. C/21

120 REL-2S110 3 3 1.44
20

277 VEL-2S110 3 3 0.63
2 95 60/16 170 0.89 Fig. C/21

F96T12HO
120 REL-2S110 3 3 1.10 <20

277 VEL-2S110 3 3 0.46
1 110 -20/-28 119 0.91

<15
30 0.92 Fig. C/39A

120 REL-2S110 3 3 1.74 <20

277 VEL-2S110 3 3 0.76
2 110 -20/-28 205 0.89

<15
20 0.98 Fig. C/21
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Fig. C
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Diag. 39A

For single lamp operation insulate

yellow leads individually for 1000V 




