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HIGH POWER FACTOR    SOUND RATED A

ELECTROMAGNETIC BALLASTS
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Designation
Length (L)

(inches)

Width (W)

(inches)

Height (H)

(inches)

Mounting (M)

(inches)

D-2 17 2³|₈ 1¹|₂ 16⁵|₁₆

T-2 9¹|₂ 2³|₈ 1¹|₂ 8²⁹|₃₂

DIMENSIONS

120

R-140-TP Mark III 3 3 3 3 0.38 43 0.88

T-2
X-140-TP 3 0.20 44

V-140-TP Mark III 3 3 3 3 0.16 43

RM-2S35-TP J 3 3 3 0.46 52 0.64

R-2S40-TP Mark III 3 3 3 3 0.63 72 0.88

F34T12 (460mA)

220
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277

XQM-2S40-TP 3 3 78

240 YQM-2S40-TP l 3 3 0.35 84 0.92

277
V-2S34-TP E-PAK 3 3 3 3 0.25

G-2S40-TP Mark III 3 3 0.22 72 0.88

R-3S34-TP E-PAK 3 3 0.88 103 0.88

V-3S34-TP E-PAK 3 3 0.37

G-140-TP Mark III 3 3 0.13 43 <15347

4 34 12060 R-4S40-A-TP-AC Mark III 3 3 3 3 1.26 144 0.88 <20 D-2

R-2S34-TP E-PAK 3 3 3 3 0.57 68 0.87

V-2S40-TP Mark III 3 3 3 3 0.27 72 0.88 <20

<15
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