
B-I-A Vertriebs GmbH / Germany www.BiaGmbH.com Further items on request. Dimensions mm.
Email: info@BiaGmbH.com www.BiaOnline.com Subject to change without notice.

Created 23.03.2004

Product Information

L1636

04L-ELT 01

Emergency Lighting Units

Titan®

Features

True glass sealed-beam lamps in polycar-
bonate lamp housings (metal housings
standard on Chicago units).

Housing is die-formed steel, finished with
corrosion-resistant instrument tan enamel.

Chicago Approved

Die-Formed Steel Emergency Lighting Units

Ordering Information Example: ELT24 H LD

N Maintenance-free nickel-cadmium
batteries

R0 Less lamp heads

H 8W halogen lamps (6W on ELT24)

N1812 12W/18V incandescent lamps

H0806 6W/8V halogen lamps

H1212 12W/12V halogen lamps

MT Metal lamp heads

AM Ammeter

VM Voltmeter

CS 3-foot cordset (120V only)

LD Load disconnect switch

TD Integral time delay (12V only)

NOM NOM Certified

Electrical Application Data

AC Input Output Output Watts

Volts Amps Watts Volts 1¹⁄₂ hrs 2 hrs 3 hrs 4 hrs

ELT16
120 .167 2 0

6 1 6 1 2 8 6
277 .072 2 0

ELT24
120 .167 2 0

6 2 4 2 4 1 6 1 2
277 .072 2 0

ELT24C
120 .167 2 0

6 2 4 2 4 1 6 1 2
277 .072 2 0

ELT36
120 .167 2 0

6 3 6 3 6 2 4 1 8
277 .072 2 0

ELT36C
120 .167 2 0

6 3 6 3 6 2 4 1 8
277 .072 2 0

ELT50
120 .250 3 0

1 2 5 0 3 7 2 5 1 8
277 .108 3 0

ELT125
120 .250 3 0

1 2 125 9 3 6 7 4 6
277 .108 3 0

ELT180
120 .287 5 0

1 2 180 135 9 0 6 7
277 .125 5 0

ELT275
120 .287 5 0

1 2 275 206 137 103
277 .125 5 0

� Option  � Standard

Maintenance-free batteries. Lead-cal-
cium standard, nickel-cadmium optional.

Titan Series units will power a variety of
remote devices up to rated wattage of
unit.

Chicago Approved — ELT24C and ELT36C
meet City of Chicago requirements.

Listings – UL Listed. NOM Certified (see
options).

Option Descriptions

ELT125/180/275

Width: 18 (457)

Depth: 9 (229)

Height: 12 (305), 18 (457) with lamps

Weight: ELT 125:  43.5 lbs.(19.7 kgs.)

ELT 180:  58.5 lbs.(26.5 kgs.)

ELT 275:  61.5 lbs.(27.9 kgs.)

Drawings for dimensional detail only. May not represent actual mechanical

configuration. Dimensions are shown in inches (millimeters) unless otherwise
noted. For details on accessories, batteries and remote fixtures, see pages 319-321.

ELT 16/24/24C/36/36C/501

Width: 11-5/8 (295)

Depth: 3-5/8 (92)

Height: 7-7/8 (200), 14 (356) with lamps

Weight: ELT 16/24/24C:  12.5 lbs.(5.7 kgs.)

ELT 36/36C/50:  17 lbs.(7.7 kgs.)

NOTES:

1 ELT50 unit uses ELT125 housing when ordered with VM,
AM or TD options.

For additional lamp heads, remote fixtures, options and ac-
cessories, see pages 319-321.

For application guidelines, see pages 326-327.

Intended Use

Provides a minimum of 90 minutes of illumi-
nation for the rated wattage upon loss of AC
power. Designed for general/light industrial
environments requiring a steel housing.

OPTION SUFFIXES

Catalog
Number N R0 H N1812  H0806 H1212 MT AM VM CS LD TD NOM Cat No. Watts

ELT16 � � � � � � � � � � N0806 8

ELT24 � � � � � � � � � � N0806 8

ELT24C � � � � � � � � � H1206 12

ELT36 � � � � � � � � � N0806 8

ELT36C � � � � � � � � � H1206 12

ELT501 � � � � � � � � � � � � N1212 12

ELT125 � � � � � � � � � � � N1212 12

ELT180 � � � � � � � � � � � N1212 12

ELT275 � � � � � � � � � � � N1212 12

STANDARD LAMP




