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Product Information

L1636

04L-SM 01

2-lamp

2L 2-lamp

3-lamp

Side-Mounted Strips

NOTES:

1 Maximum depth to center of lamps.

Availability and Dimensions

Lamps Lamps
Nominal per cross per Lamp Width Depth1 Length
length Series section fixture type  in. (cm) in. (cm) in. (cm)

1 1 4½ (11.4) 111�₁₆ (4.3)
1½’ SM 2 2 15, 15PH 6¼ (15.9) 111�₁₆ (4.3) 18 (45.7)

2L 2 4½ (11.4) 3 (7.6)

1 1 4½ (11.4) 111�₁₆ (4.3)
2’ SM 2 2 17, 20, 20PH 6¼ (15.9) 111�₁₆ (4.3) 24 (61.0)

2L 2 4½ (11.4) 3 (7.6)

3 3 6¼ (15.9) 3 (7.6)
1 1 4½ (11.4) 111�₁₆ (4.3)

3’ SM 2 2 25, 30, 30PH 6¼ (15.9) 111�₁₆ (4.3) 36 (91.4)
2L 2 4½ (11.4) 3 (7.6)
3 3 6¼ (15.9) 3 (7.6)

1 1 4½ (11.4) 111�₁₆ (4.3)

4’ SM
2 2

32, 40
6¼ (15.9) 111�₁₆ (4.3)

48 (121.9)
2L 2 4½ (11.4) 3 (7.6)
3 3 6¼ (15.9) 3 (7.6)

1 2 4½ (11.4) 111�₁₆ (4.3)

8’
  
TSM

2 4
32, 40

6¼ (15.9) 111�₁₆ (4.3)
96 (243.8)

 2L 4 4½ (11.4) 3 (7.6)
3 6 6¼ (15.9) 3 (7.6)

Ordering Information Example:  SM 2 40 120 ES

Intended Use

Ideal for displays or any application with
limited space.

Features

Low-profile body and side-mounted lamps
permit installation in shallow spaces and
provide good illumination.

High-gloss, baked enamel finish.

Striplights

SM

1-lamp

Series

SM
For tandem double-
length unit, add prefix T.
Example: TSM

Options

1/3 One 3-lamp ballast

1/4 One 4-lamp ballast

GEB Electronic ballast,
<20% THD

GEB10IS T8 electronic ballast,
<10% THD, instant start

GEB10RS T8 electronic ballast,
<10% THD, rapid start

CSA CSA Certified
(347V only)

NOM NOM Certified
See page 99 for others.

Channel cover secured by quarter-turn
fasteners for easy access.

Listings – 120V, 277V and MVOLT are UL
Listed and CSA Certified (standard). See
Options for 347V and NOM Certified.

  Ballast options

LPF Low power factor
(for 15W, 20W, 30W)

HPF High power factor
(for 15W, 20W, 30W)

ES Energy-saving
ballast

Lamp type

15 15W T12 (18")

15PH 15W T12 preheat (18")

17 17W T8 (24")

20 20W T12 (24")

20PH 20W T12 preheat (24")

25 25W T8 (36")

30 30W T12 (36")

30PH 30W T12 preheat (36")

32 32W T8 (48")

40 40W T12 (48")

Number
of lamps

1, 2, 2L1, 3
Not included.

Voltage

120

277

347

MVOLT*
Others available.

* 120-277V. Must

specify GEB10IS.




