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Product Information

L1636

04L-SS 01

Features

Channel is offset at both ends to accept
adjoining fixtures in row applications.

Channel connectors furnished.

Lamps in adjacent fixtures overlap 4” to
provide a continuous illumination.

High-gloss, baked-enamel finish.

Options

1/4 One 4-lamp ballast

GEB Electronic ballast, <20%
THD

GEB10IS T8 electronic ballast,
<10% THD, instant start

GEB10RS T8 electronic ballast,
<10% THD, rapid start

AL Aluminum
CSA CSA Certified

 NOM NOM Certified
See page 99 for others.

Series

SS
For optional aluminum
channel, add suffix AL to
catalog number. Example:
SS 2 96 120 AL

For tandem-wired double
length unit, add prefix T.
Example: TSS

Staggered Strips

NOTES:

1 Maximum depth to center of lamps.

2 See page 105 to calculate row length.

Intended Use

Use for applications requiring uninter-
rupted illumination levels such as coves
or displays.

Ordering Information Example:  SS 2 96T8 120 GEB

Availability and Dimensions

Nominal Lamps Lamps
length per cross per Lamp Width Depth1 Length2

(feet) Series section fixture type  in. (cm) in. (cm) in. (cm)

1 1 17, 20, 24 2¹⁵⁄₁₆  (7.5) 24  (61.0)
SS/ 2 2 17, 20, 24 2¹⁵⁄₁₆  (7.5) 28  (71.1)2

SS AL 1 1 24HO 43�₁₆  (10.6) 3¹³⁄₁₆  (9.7) 24  (61.0)
2 2 24HO 3¹³⁄₁₆  (9.7) 28  (71.1)

1 1 25, 30, 36 2¹⁵⁄₁₆  (7.5) 36 (91.4)

3 SS/ 2 2 25, 30, 36 2¹⁵⁄₁₆  (7.5) 40 (101.6)
SS AL 1 1 36HO 43�₁₆  (10.6) 3¹³⁄₁₆  (9.7) 36 (91.4)

2 2 36HO 3¹³⁄₁₆  (9.7) 40 (101.6)

1 1 32, 40, 48 2¹⁵⁄₁₆  (7.5) 48 (121.9)
SS/ 2 2 32, 40, 48 2¹⁵⁄₁₆  (7.5) 52 (132.1)4

SS AL 1 1 48HO 43�₁₆  (10.6) 3¹³⁄₁₆  (9.7) 48 (121.9)
2 2 48HO 3¹³⁄₁₆  (9.7) 52 (132.1)

TSS/ 1 2 25, 30 43�₁₆  (10.6) 2¹⁵⁄₁₆  (7.5) 68  (172.7)
TSS AL 2 4 25, 30 2¹⁵⁄₁₆  (7.5) 76 (193.0)

6 1 1 72 2¹⁵⁄₁₆  (7.5) 72  (182.9)
SS/ 2 2 72 2¹⁵⁄₁₆  (7.5) 76  (193.0)

SS AL 1 1 72HO 43�₁₆  (10.6) 3¹³⁄₁₆  (9.7) 72  (182.9)
2 2 72HO 3¹³⁄₁₆  (9.7) 76  (193.0)

TSS/ 1 2 32, 40, 48 2¹⁵⁄₁₆  (7.5) 92  (233.7)
TSS AL 2 4 32, 40, 48 43�₁₆  (10.6) 2¹⁵⁄₁₆  (7.5) 100  (254.0)

8 1 1 96T8HO, 96, 96T8 2¹⁵⁄₁₆  (7.5) 96  (243.8)
SS/ 2 2 96T8HO, 96, 96T8 2¹⁵⁄₁₆  (7.5) 100  (254.0)

SS AL 1 1 96HO 43�₁₆  (10.6) 3¹³⁄₁₆  (9.7) 96  (243.8)
2 2 96HO 3¹³⁄₁₆  (9.7) 100  (254.0)

Striplights

SS Optional aluminum fixtures feature corro-
sion-resistant fasteners for use in damp
and harsh locations.

Listings – UL Listed (standard). CSA Certi-
fied or NOM Certified (see Options).

Number
of lamps

1, 2
Not included.

17 17W T8 (24")

20 20W T12 (24")

24 30W slimline (24")

24HO 35W T12 800m A (24")

25 25W T8 (36")

30 30W T12 (36")

32 32W T8 (48")

36 30W slim line (36")

36HO 45W T12 800mA (36")

40 40W T12 (48")

48 38W slimline (48")

48HO 60W T12 800mA (48")

72 56W slimline (72")

72HO 85W T12 800mA (72")

96 75W T12 (96")

96HO 110W T12 800mA (96")

96T8 59W T8 (96")

96T8HO 86W T8 380mA (96")

Lamp type Voltage

120

277

347

MVOLT*
Others available.

* 120-277V. Must

specify GEB10IS.




