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Electrical - Power Fuses

KTK and KLM
Fast Acting 
Physical Size: 
⁄‹Ω£™∑ ≈ 1⁄Ω™∑  (10.3mm ≈ 38.1mm)
Construction: Melamine Tube;
Nickel Plated Brass Endcaps

Voltage Rating: 
KTK - 600Vac or less
KLM - ⁄Ω¡º-⁄Ω•A: 500Vac/600Vdc 

¤Ω¡º-10A: 500Vac/dc, 
12-30A: 500Vac/600Vdc

Interrupting Rating: 
100,000A - KTK; 10,000A - KLM,

RMS SYM. (UL) 
Agency Information: Std. 248-14
KTK-UL Listed, Guide JDYX, 
File E19180

KLM-UL Recognized, Guide JFHR2,
File E56412

CSA Certified, File 53787, Class
1422-01, HRC-Misc

⁄‹Ω£™∑ ≈ 1⁄Ω™∑ Supplementary Fuses

Catalog Symbol & Current Ratings
250V IR* 250V IR* 250V IR* 125V

*All have interrupting rating of 10,000A at 125V.

Catalog Symbol & Current Ratings
250V 250V 250V 250V
BAN-1 BAN-5 BAN-12 BAN-30

BAN-2 BAN-6 BAN-15 —

BAN-3 BAN-8 BAN-20 —

BAN-4 BAN-10 BAN-25 —

Catalog Symbol & Current Ratings
600Vac - UL Listed and C.S.A.
KTK-⁄Ω¡º KTK-‹Ω¢ KTK-4 KTK-12

KTK-⁄Ω• KTK-1 KTK-5 KTK-15

KTK-¤Ω¡º KTK-1⁄Ω¢ KTK-6 KTK-20

KTK-⁄Ω¢ KTK-1⁄Ω™ KTK-7 KTK-25

KTK-‹Ω¡º KTK-2 KTK-7⁄Ω™ KTK-30

KTK-›Ω¡º KTK-2⁄Ω™ KTK-8 —

KTK-⁄Ω™ KTK-3 KTK-9 —

KTK-flΩ¡º KTK-3⁄Ω™ KTK-10 —

*500Vac/dc - UL Recognized and C.S.A.
KLM-⁄Ω¡º KLM-‹Ω¢ KLM-5 KLM-20

KLM-⁄Ω• KLM-1 KLM-6 KLM-25

KLM-¤Ω¡º KLM-1⁄Ω™ KLM-8 KLM-30

KLM-⁄Ω¢ KLM-2 KLM-10 —

KLM-‹Ω¡º KLM-3 KLM-12 —

KLM-⁄Ω™ KLM-4 KLM-15 —

*KLM-(⁄Ω¡º-⁄Ω• & 12-30): 500VAC/600Vdc

BAF
Fast Acting 
Physical Size: 
⁄‹Ω£™∑ ≈ 1⁄Ω™∑  
(10.3mm ≈ 38.1mm)
Construction: Fibre Tube;
Nickel Plated Brass Endcaps
Voltage Rating: 250Vac (¤Ω¡º-15A),
125Vac (20-30A)

Interrupting Rating: 10,000A at 
125Vac

Agency Information: Std. 248-14
UL 0-15/250V, Guide JDYX,

File E19180
CSA Certified, 0-15/250V, 
Class 1422-01, File 53787

BAN
Fast Acting 
Physical Size: 
⁄‹Ω£™∑ ≈ 1⁄Ω™∑  
(10.3mm ≈ 38.1mm) - 5AG
Construction: Fibre Tube
Voltage Rating: 250Vac
Interrupting Ratings: Military Tested
35A (1.1.-3.5A)
100A (3.6-10A) 
200A (10.1-15A)
750A (15.1-30A) 

BAF-¤Ω¡º

BAF-⁄Ω¢

BAF-⁄Ω™ IR

BAF-flΩ¡º 35A

BAF-°Ω¡º

BAF-1

—

—

BAF-1⁄Ω™

BAF-1°Ω¡º
IR

BAF-2 100A
BAF-2⁄Ω™

BAF-3

BAF-4
IR

BAF-5 200A
BAF-6

BAF-6⁄Ω¢

BAF-7 IR
BAF-8 200A

BAF-9

BAF-10

BAF-12 IR
BAF-15 750A

—

BAF-20
IR

BAF-25 10000A
BAF-30

—

—

—

—

—

Recommended Fuseblocks
Terminal Type
Screw Pressure
with Plate w/
Quick Quick Box

Amps Poles Connect Connect Lug
⁄Ω¡º 1 BM6031SQ BM6031PQ BM6031B

to 2 BM6032SQ BM6032PQ BM6032B

30 3 BM6033SQ BM6033PQ BM6033B

Recommended fuseblocks/fuseholders for 
13/32” x 1-1/2” fuses
• Open fuseblocks - see page 64, 66
• Finger-safe fuseholders - see pages 41-44, 65
• Panel-mount fuseholders - see page 78-79
• In-line fuseholders - see page 80-81




