
SPECIFICATIONS

• Solid wall design fully encloses cables

 providing maximum protection and aesthetics

• Made of rigid PVC, 6 feet in length (1.83m)

• UL Recognized continuous use

 temperature: 50°C (122°F)

• UL94 Flammability Rating of V-0

• CSA Certifi ed, CE Mark

• Supplied without mounting holes on standard
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Further items on request. Dimensions mm.

Subject to change without notice.

USA / Canada / Europe - Type FS – Solid Wall Raceway

Duct Catalog No. Duct Catalog No. Duct Size W x H Std. Ctn. Cover Std. Ctn.

(Standard) (Mounting Holes) Inches (mm) Qty, VPE Cat. No. Qty, VPE

FS.5X.5LG6NM FS.5X.5.LG6 0.69 x 0.60 (17.5 x 15.2) 120 C.5LG6 120

FS.5X1LG6NM FS.50X1LG6 0.69 x 1.06 (17.5 x 26.9) 120

FS.75X.75LG6NM — 0.93 x 0.82 (23.6 x 20.8) 120 C.75LG6 120

FS1X1LG6NM FS1X1LG6 1.26 x 1.12 (32.0 x 28.4) 120 C1LG6 120

FS1X1.5LG6NM FS1X1.5LG6 1.26 x 1.62 (32.0 x 41.1) 120

FS1X2LG6NM — 1.26 x 2.12 (32.0 x 53.8) 120

FS1X3LG6NM — 1.26 x 3.12 (32.0 x 79.2) 120

FS1X4LG6NM — 1.26 x 4.10 (32.0 x 104.1) 60

FS1.5X1LG6NM FS1.5X1LG6 1.75 x 1.12 (44.5 x 28.4) 120 C1.5LG6 120

FS1.5X1.5LG6NM FS1.5X1.5LG6 1.75 x 1.62 (44.5 x 41.1) 120

FS1.5X2LG6NM FS1.5X2LG6 1.75 x 2.12 (44.5 x 53.8) 120

FS1.5X3LG6NM FS1.5X3LG6 1.75 x 3.12 (44.5 x 79.2) 120

FS2X1LG6NM FS2X1LG6 2.25 x 1.12 (57.2 x 28.4) 120 C2LG6 120

FS2X1.5LG6NM — 2.25 x 1.62 (57.2 x 41.1) 120

FS2X2LG6NM FS2X2LG6 2.25 x 2.12 (57.2 x 53.8) 120

FS2X3LG6NM FS2X3LG6 2.25 x 3.12 (57.2 x 79.2) 60

FS2X4LG6NM — 2.25 x 4.10 (57.2 x 104.1) 60

FS3X1LG6NM FS3X1LG6 3.25 x 1.12 (82.6 x 28.4) 120 C3LG6 120

FS3X2LG6NM FS3X2LG6 3.25 x 2.12 (82.6 x 53.8) 120

FS3X3LG6NM FS3X3LG6 3.25 x 3.12 (82.6 x 79.2) 60

FS3X4LG6NM — 3.25 x 4.10 (82.6 x 104.1) 60

FS3X5LG6NM — 3.25 x 5.10 (82.6 x 129.5) 60

FS4X2LG6NM FS4X2LG6 4.25 x 2.12 (108.0 x 53.8) 60 C4LG6 120

FS4X3LG6NM FS4X3LG6 4.25 x 3.12 (108.0 x 79.2) 60

FS4X4LG6NM FS4X4LG6 4.25 x 4.10 (108.0 x 104.1) 60

FS4X5LG6NM FS4X5LG6 4.25 x 5.10 (108.0 x 129.5) 60

FS6X4LG6NM FS6X4LG6 6.25 x 4.15 (158.8 x 105.4) 60 C6LG6 120

Part Number shown for LG (Light Gray). Other colors availabe WH (White), BL (Black) on selected items, please request.

Order number of feet required, in multiples of 6‘ or Standard Carton Quantity. Base and cover sold separately

CE: – nonmetallic, non-fl ame propagating CDS

  – medium impact resistance

  – 331 temperature classifi cation

  – cover removal without tools

  – IP40 degree of protection


