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SENSING ELEMENTS
- mechanically adjust stroke limit (/e electronic NAMUR 3 felectronic LOGIC B
with electronic or pneumatic
sensing device
- element can be plugged on
- Type ..-NS,-PS.: sense with
inductive proximity switch
- Type ..-EB: electro-mech. switch
- Type P: 3/2 directional control \sensor for stop screw )/ ksensor for stop screw J
valve
4 22 x 12mm NAMUR | 22x12mm LoGIC A
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have the same standardized = L L
screw head — s,
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wires are color coded according to EN 50044 E -
TECHNICAL DATA
supply voltage 5V.....24V DC 8V.....30V DC
residual ripple per DIN 41755 10% 10%
load current 200mA
current drain, activated <1mA <15mA
current drain, not activated <4dmA <2mA
Max. switching current (AC and DQC)
Max. switching voltage DC
Max. switching voltage AC
polarity protection yes
shortt circuit prot. / overvoltage prot. yes
switching function analog normally open
outputtype NAMUR NPN or PNP
LED status indicator yes
switching rate 2 kHz 2 kHz
operating temperature range -20°C.....+70°C -20°C.....+70°C
casing material plastic plastic
cable cross section 0.14mm? 0.14mm?
cable: -PUR cable is standard integral molded cable or integral molded cable or
-cable info - (see page 12) cable with plug (see page 12) cable with plug (see page 12)
system of protection per DIN 40050 IP 67 (plug version = IP 65) IP 67 (plug version = IP 65)
\_ signal transmitter stop screw stop screw
/ Part Number I
remarks to the part number Part Number Sensor Cable (2m.6FT)
Ref d 1 QE 022-AX-110 *5m and 9m also available
eference codes see page -022-AX-
QE-022-AX-020 85282%:,’,'?_’}11,'_' ST-11G-3B-U2X
QE-022-AX-U20 QE-022-NS-02L -02G-3A-
OF 022.PS-02L ST-02G-3A-U2X
QE-022-NS-U2L INTEGRAL
QE-022-PS-U2L MOLDED CABLE
- J
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